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Proven. Perfect. . 


For a flawless, signature look, 
ask for SIKKENS® ProLuxe 
Wood Finishes by name. Our 
time-tested formulas amplify 
the natural beauty of wood 
with exceptional results. 

It's a difference you can see. 


Demand the trusted original: 
Sikkens ProLuxe finishes. 


‘A product of PPG Architectural Coatings. 


Coto! and Sikkens are registered trademarks of AkzoNobel. 
ProLuxe isa trademark of PPG Architectural Finishes, Inc. 

The PPG Logo ls a registered trademark of PPG Industries Ohio, In. 
(©2016 PPG Industries, Inc.All Rights Reserved. 


TAKING MEASURE 


Newly sited 


hen Iwas in college (way back in the 
WY carer oma reaming 

class involved feeding stacks of 
punched cards into a distant mainframe com- 
puter, Today, I own a computer with more 
computing capacity than that mainframe, 
and I can use it to instantly communicate 
with almost anyone on the planet. 

It’s my phone. 

From email to banking to watching TV 
on demand to web surfing, you can do 
pretty much anything on your phone or 
tablet. Some apps and sites work well on 
mobile devices, and it frustrates me when I 
bump into one that doesn’t. Until recently, 
that included our own woodmagazine.com. 

But no more. 

A few weeks ago, we unveiled the new 
woodmagazine.com, the first overhaul of 
our website in nearly 10 years. The latest and 
greatest iteration features larger photos and 
illustrations that both inspire and better 
inform you as you follow the tips and tech- 
niques on the pages. 


We've added more links to related con- 
tent, so when you find yourself fascinated by 
a subject, you'll discover even more articles 
to deepen your understanding. We've 
improved our online index of WOOD* 
magazine articles to make it easier to find 
that project you recall from a few years back. 
And, of course, the new woodmagazine 
com looks, reads, and works great on any 
mobile device, as well as your desktop or 
laptop computer. 

Lucas Peters, our digital content man- 
ager, spearheaded the creation of the new 
site, and I couldn't be more pleased with his 
efforts and the fruits of those efforts. I think 
you'll be pleased, too. 

Check it out, and let me know what you 
think. XX 


See you in the shop! 


Dave Campbell 
dave.campbellemeredith.com 
Facebook and Twitter: @WOODeditor 
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PLANS 

24 Chest on Chest 
A handmade tile (and hidden drawer) 
highlight this handsome unit. 
Shop Project: Drill-press Table 
Increase any drill press’ capacity and 
accuracy with this easy-to-make add-on. 
Camp Kitchen 
Feed the whole troop from this portable 
pantry and wide workstation. 
Washer/Dryer Storage Pedestal 
Give your front-loading machines a lift 
and step up your laundry-room storage. 


TOOLS & TECHNIQUES 


44 Idea Shop 6: Flip That Shop 
Double your benchtop-tool space with 
this innovative worksurface solution. 
54 The Basics of Sanding 
It seems so simple, but you may be 
doing it wrong. Jim Heavey explains. 
Tool Test: Router Lifts 
‘Add speed, accuracy, and accessibility to 
your router table. We name the best lifts. 
Woodworking Without a Shop 
“Makerspaces” are popping up everywhere. 
Here’s what you need to know. 
Get the Right Grinder Wheels 
Sharpen more efficiently by choosing the 
right abrasive wheels for your tools. 
70 Body Mechanics: Tablesaw Ripping 
Take a stand for safety by boning up 
‘on your tablesaw techniques. 
Tools & Materials 
We test the newest skin-sensing 
tablesaw and more. 


DEPARTMENTS 


1 Taking Measure 

Asite for sore eyes. 
4 Wood-Wide Web 
It's the all-new WOODmagazine.com! 
Sounding Board 
Your voice, your projects, your shop. 
12 Ask WOOD 

Cleaning a clogged spray gun. 

16 Shop Tips 
Sturdy stands from strut and more. 
Unvarnished 
Getting around perceived limitations. 
What's Ahead 
‘A sneak peek at your next WOOD. 
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Woop-WIDE WEB 


WOODMAGAZINE.COM 


INTRODUCING THE ALL-NEW WOODMAGAZINE.COM 
Woon can 


Welcome to 
Idea Shop 6 


(Ou sop der yearby 
sarong money ech paycheck. 


te a Lage Nee Se asi 
DP Improved search and 
navigation speeds finding 
articles online or in your print 
collection. 


The new look and feel 
is easy on your eyes 
and your mobile screen 
(see page 2). 


DP We designed for speed. 
Faster load times mean 
more shop time. 
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See P Visit daily to find the 
Tip of the Day. 


P We add woodworking articles 
and videos regularly. 


Find encyclopedic coverage 
of woodworking techniques, 
tools, and materials. 


Take us into the shop 
with you! Large images 
inspire even on your 
smallest device. 


Shop for project plans 
directly from the site. 
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Why waste time 
fussing, fiddling, 
and adjusting? 


Kreg® Clamps with Automaxx® Technology adjust 
automatically to match material thickness 


AUTO-ADJUST TECHNOLOGY 


Automaxx® adjusts automatically and holds with dependable power 


THICK THIN IN-BETWEEN WWW.KREGTOOL.COM 


Visit us online to see the complete lineup of Kreg® Clamping Solutions 800.447.8638 


SOUNDING BOARD 


Hard-umed wisdom 
Tenjoyed the excellent Memorial Box 
featured in issue 239 (May 2016). 
Having built funerary boxes for both my 
mother and my father-in-law, here are 
a few things | earned in the process: 

First, plan for 1 cubic inch of volume 
per pound of body weight. If the box is 
going to be displayed, make it as small 
as practical, or it may quickly end up in 
a coset. 

Second, if the bax will be buried, 
therewmay be size restrictions. For 
example, my mother's Florida cemetery 
required that cremains be enclosed in a 
I-cubiefoot concrete box, whether 
encased in an urn or not. In Missouri, 
Where my father-in-law was buried, 
there were no such requirements. 

Finaly, | wholeheartedly agree with 
your advice to choose materials that 
have significance, | built my mother’s 
box from the remains of a fumiture 
project | made for her in 8th-grade 
shop class; my father-in-law’s, of 
rosewood (tight), which he adored. 

—Robert Speir 
Falls Church, Va. 
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Reminder from heaven 
My grandfather recently told me that, even though 
he can't physically work in his shop anymore, he will 
keep his WOOD® magazine subscription. The 
reason? My grandmother, who passed more than 
20 years ago, gave it to him as a gift, and it still 
comes in her name: a little reminder of her love for 
him. Thank you, WOOD! 
—Tanya McKnight 
Union Grove, Wis., via Facebook 


Deep gleaning 
“Everything you haven't touched in a year gets thrown in the trash,” she 
said. Ittook me nearly 2 hours to touch all the things in my shop! Whew, 
that was close! 
—Bruce Koster 
West Point, Utah, via Facebook 


WOOD" magazine never uses outside parties to solicit subscription renewals, The safest, 
easiest way to renew your subscription is witha credit card online at woodmagazine.com 
miyaccount. Ifyou have questions about a renewal offer you've received, please call our 
customer service line at 800-374-9863, and select option 1. Were happy to help. 


How much is your time worth? 
Do you include labor costs when you figure out 
what to charge for your woodworking projects? 
Here's what professional woodworkers: 

charge for their time. 


Median $15 


Source: payscale.cam, January 2016 

Connect with us 
a nr 
sane OP oon matuine — GD)eeotmagaiee 


E-mail woodmail@woodmagazine.com; or write to WOOD magazine, 1716 Locust St, 
5-253, Des Moines, lA 50309; or call 800-374-9663, option 2. 


nstayam.com/ 
Jreoumagazine 
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YOUR PROJECTS 


When he's not fing houses or 
building porches, Scott Hoegh of 
‘Hampton, ona, crafts custom 
cenbbage boards, such as 
this naturakedge one, 
‘made of walnut from 
the family farm. 


‘vssell Comer, Jr, of 
Shenandoah, Va. glued 
up a blank of parts cut 

from a single 8'long - 
24, and then tumed 

this stemmed bow! a 
from it. 


a 


Send us a photo of your work 


Want to see your work showcased in WOOD* cx ra aes —_ = 


‘magazine? Send a high-resolution digital photo of your Ray Pomerieau of Thessaion, Ont, built this beautiful bar from oak he harvested from his own property, then 
completed project to woodmail@woodmagazine.com. finished it wth ebony stain, 


a continued on page 10 WOOD magazine October 2016 


FINISH 
IT. 


The SprayStation® HV5500 
gives your project the 
showroom finish it deserves. 
The professional sprayer 


and powerful turbine make 


finishing faster and easier 


with precise control and 
even coating distribution. 
Find out more at 


earlex.com 
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‘Windows, fluorescent fixtures, and 
recessed cam lights illuminate this a3 
warm, welcoming shop. An overstock = 

sale provided deeply discounted" ~ L_ 
‘tongue-and-groove oak flooring. 


: — Se sounvine BOARD 


Hesch relied on his keen bargain- 

hunting skills to outfit his showplace 
shop at minimal cost. For example, the 
workbench peppered with dogholes started 
out as a high school’s peg climbing board, 
and rests on bench legs rescued from the 
school’s science lab. And Larry saved a bun- 
dle by purchasing a discontinued 6" jointer 
at a farm-supply store. 

The summer after retiring asa school prin- 
cipal, Larry recruited family members to help 
him build his dream shop. During construc- 
tion, Larry bought wisely, but, he says, “Func- 
tionality outweighs frugality. I didn’t cut 
corners on the design and construction. For 
example, | really wanted a tray ceiling with an 
extra 12" of clearance above my tablesaw. I 
didn’t want to worry about flipping 8-long 
stock and damaging my ceiling. And besides, 
the ceiling and all of the windows just make 
this shop look better.” 

Even in Midwest winters, Larry reports 
that he rarely turns on the furnace (salvaged 


Fi: flooring to drawer pulls, Larry 


YOUR SHOP 


Storage 
| cabinets 


Workbench ay 


= 
is 


‘Air compressor 


from a local home). “We loaded the 2x6 walls 
with insulation and packed the ceiling with 18 
inches of insulation. Through the winter, it’s 


Storage 
cabinet 


Belt/dise 
Mo! sander ol 
tablesaw 


collector 
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Tesla 


. eS 
Larry's shop lies just 25 steps from the back door of his home. The wraparound deck serves as 
‘an outdoor entertainment area 


Angled slots provide easy access to sandpaper sheets and make efficient use of 
drawer space. Labels along each edge help Lary find the righ grit quickly. 


‘A.15'ong slate countertop, salvaged from a school science lab, tops shop-made cabinets 
The raised panels on the doors were reclaimed from interior entry doors 


easy to maintain 50 degrees overnight. When 
Iwalkin and turn up the thermostat, it doesn't 
take long to get to a comfortable 60 degrees.” 
And now that the shop is built, family 
members gather here for Easter brunch. 
Larry and his wife, Ione, just push the power 
tools to the side and fill up the shop floor 
with tables and chairs for a sit-down dinner 
for 38 family members. An easy-to-maintain 
slate countertop, above, makes a perfect 
place for the buffet line. 


Show us 

your shop 

Send high-resolution 
digital photos of your 
‘shop to 

woodmail@ 
woodmagazine.com 
and we may showcase it 
in the magazine! 


woodmagazine.com rte 


Engineered for ease-of-use and 
maximum functionality, the 19-38 
can tackle any sanding job in 
your shop! 


Sand 19" in a single pass, 
38" in a double pass! 


* Sand as thin as 1/32", as 
thick as 4”, as short as 2-1/4" 


* INTELLISAND Technology 
auto-regulates the conveyor 
speed, preventing gouging, 
burning or damaging stock! 


Power requirements 
110 Volt, 20 AMP service 


Visit SuperMaxTools.com for 
full specs and dealer locations. 


5M SuperMax 


—Tools/ 


SuperMaxTools.com 888.454.3401 
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Ask Woop 


YOUR QUESTIONS 


Clogged spray gun? Save it with a solvent bath 
I waited too long to clean my spray gun, and now the lacquer I was using has hardened inside 
it. Can this gun be salvaged? 

—frank Pruitt, Wichita Falls, Texas 


In most cases, you can rescue your spray equipment, Frank. First, disassemble the gun and 
wash the parts in the appropriate solvent (lacquer thinner for lacquer, mineral spirits for 
polyurethane or varnish, denatured alcohol for shellac). Professional painters often soak 
their guns in lacquer thinner or methyl ethyl ketone (MEK) to loosen paint. If any of these 
fails to do the trick, try a dedicated spray-gun cleaning solution. Spray-gun cleaner softens 
oil and latex paint, polyurethanes, and other finishes, and it starts to work in a few minutes. 
(Don't soak O-rings, gland nuts, or other soft parts.) 

What if you were using a catalyzed finish that crosslinks as it cures? At that point, says Bill 
Boxer of Apollo Sprayers, “Kiss the gun goodbye.” @ 


> Seeking advice from 
other woodworkers? 
woodmagazine.com/ 
forums 


Or drop us an e-mail: 


askwood@ 
woodmagazine.com 
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: 7 The Experts ‘rust Titebond 


My handcrafted wood furniture business relies on 
quality supplies and materials, Without them, I 
wouldn't be able to offer my customers the level of 
excellence they demand. That's why | trust Titebond, 
and have for many years. Titebond gives me the 
confidence | need to produce my best work. 


‘LY. Fine Furniture 
tyfinefuriture.com 


Penn State Industries 
Top Quality, Great Prices and Expert Advice! 
1-800-377-7297 » www.pennstateind.com 


Patent No.: US D682,352 S 


Bolt action handle 


smoothly advances 

and retracts the refill! 

“é You Made a Bolt Action Pen?” 
Wow! You Made a Bolt Action Pen? 

Discover the joy of making this completely original and irresistibly Original Bolt Action Pens 


fun Bolt Action pen, a gift that will be hard for any hunting or 
target-shooting enthusiast to put down. 


Completely Authenti 


Every detail, from the one of a kind bolt-action mechanism to the 
precision-engineered components, was carefully designed to ensure 
uniqueness and reliability. The realistic bolt-action handle smoothly 
advances and retracts to securely lock the refill in place. Includes a 
bolt-action rifle clip and replica 30 caliber cartridge and rose gold 


24kt Gold shown with refi tracted € 
Item # 54 549504 


tip for added authenticity. You can even reverse the bolt for left Chrome (shown above) ¥PKCPROI0. =—«$12.95 $12.05 $11.15. $10.25 

handed operation! Gun Metal #PKCPROZ0 «$12.95 $1205 $11.15 $10.25 
24kt Gold +#PKCP8000 14.95 $13.95 $12.95 $11.95 

Easy to Make Antique Brass +#PKCPB040 hee 8 ee me 

So easy to make on a lathe, no one will believe you made something 

of this quality in 15 minutes. Requires mandrel, bushings 3 Bolt Action Pen Kit Starter Package 

(Item #PKCP3000BU $5.95) & 3/8" drill bit (Item #PKEXEC-38 $3.95) You get one of each pen in 24kt Gold, Gun Metal and Chrome plus 

the 3/8" drill bit and 2pc Bushing Set 

Our Customers Love Their Bolt Action Pens! #PKCPBAPAK SAVE $8 Only $42.75 SAVE 16% 

Rod R. of VA wrote, “This pen kit is Awesome - I LOVE IT!” 

Daryell S.of TN wrote, “/ am extremely delighted with this pen. Deer Hunter Bolt Action Pens 

The look and feel is remarkable and the crafismanship is perfect. 7 

This already has become my best selling ink pen.” ——=— 

More at Pennstateind.com Antique Brass 


See our full selection of Bolt Action Pen kits including Magnum 
and Mini styles, Search "Bolt Action Pen Kits’ on our website. 


Easy to start with a FREE DVD! A $20.95 Value! sANNIQUE Reviter 
Our FREE 45 minute instructional pen making DVD is packed with Item # 14 5:24 549 50H 
all of the info you need to start making pens. Order item #DVD Antique Brass #PKCPBDHAB $16.95 $15.95 $14.95 $13.95 


Antique Pewter APKCPBDHAP $16.95 $15.95 $14.95 $13.95 


Convenient work light 
with 18” flex cable makes 


eo . 
Digital readout reflects teasertoseeeventve Dann State Industries 


recise speeds 
Z i 24 indexing positions Top Quality, Great Prices and Expert Advice! 
with spindle locking 1-800-377-7297 + www.pennstateind.com 


60°Heavy-duty, ball bearing tailstock 
center provides great grip with 


oS less stress to avoid splitting 


Hs 
j q 


Tool storage rack 
keeps chisels and 
other tools close 
athand 


Convenient 
carrying handles 


Vary speeds from 
400-3800 RPM 
for shaping or 
finishing with 

aturn ofa knob 


Cast iron base is sturdy, 
Designed for easy, Powerful motor provides stable and accepts an 
quick belt access superior power and performance optional extension bed 
and removal for turning projects over 42” 


More Power! More Features! More Fun! 


Packed with features, the Turncrafter Commander™ midi lathes are the most advanced, powerful and easy to use lathes in their class. 
These 10" and 12" swing workhorses will help you easily, effectively and affordably tackle all your turning projects, Satisfy all of your 
woodturning needs at Penn State Industries with turning tools, chucks, pen kits, pen turning supplies, projects and more. 


Our customers love their Turncrafter Lathes! 
David H. wrote, “TOP OF THE LINE LATHE!!!!! I have just received this set and was astonished at the beauty and quality! I couldn't have ordered a 
better product. Very easy to use and I recommend this to any newcomer to this hobby or business.” 


10” Swing Variable Speed 12” Swing Variable Speed 
(ur Pen Making Starter se Pe me 2 ae 
Sets make easy to asic ivanc asic vance 
‘start making pens! Lathe Only Starter Set Starter Set | Lathe Only | StarterSet Starter Set 
$349.5 | $399.5 $649. | $449. | $511.5 $737.8 
q Ny UPS Shipping Cost $50 $58 $60 $55 $65 565, 
ie Item # Tetciovs | Teucrovs8 Taciovsa || Teicrvs | tecravss | taucravs-a 
\\ ee Lathe v v v = v v 
| Stimtine Pen Kits 5 (24 kt Gold) 20 (Variety) | S(2ait Gola) 20 (variety) 
QUICK SPECIFICATIONS one pencil its 5(24ktGold) | 20(Variety) || 5 (2aktGold) | 20 (variety) 
1 swing | 12°Swing 
seas | eked] Eta [Penman Tl y y aE ’ 
‘Belt Positions, postions ‘Tpasitions Mancire| Wrench 
ea Tae OF] EET | 3p CbGn Steal CHA v (i 
3003502 
seme] sae IN pen Ban Mi ViMakes YOkits) | V(Makes 40s) | Makes 10s) | V (Makes 40 kts) 
etween ees] —TF F | aid cue tes v v v 
a Ton —| | MER | 
"aot sree ER 7mm Barrel Trimmer v x | a v 
ae TU | Tube insertion Too! v | v 
Toolrestis} 6 toolrest GRIT tookests ¥(30ML) (250ML) |) v 
aoe ery Flag | | Shellawax Creame ) V (250ML) (B0ML) ¥(250ML) 
[Spree cel Tate — | Pen Assembly Press if | i 
ey 
aitckCner | _ ined inde Pen Making DVD | v v v y 


SHop TIPS 


WORK FASTER, SMARTER SAFER 
— 


Build sturdy stands —_ 
using strut 


In looking for an affordable way to 
make rock-solid, good-looking, and 
eminently functional machinery 
bases, it occurred to me that steel 
strut channel, used in the building 
trades for supporting electrical, 
plumbing, and mechanical systems, 
might be worth trying. So I bought a 
few 10' lengths at a home center (about 
$20 for a 12-gauge piece) and soon 
found that strut makes great legs 
when joined top and bottom with 2x4 
rails. (Pine 2x4s provide plenty of 
strength for typical machines weigh- 
ing 100-300 pounds, but for heavier 
loads, use hardwood.) 

To get a sturdy base, prepare the 
2x4s for a tight fit to the strut. First, 
plane the wood to match the inside 
dimension of the strut, and cut tight- 
fitting dadoes near the rail ends for 
holding the curled-in strut edges. 
Tapping the snug rails into the strut 
squares up the rigid leg assemblies. 
Then, drill a 3" hole completely 
through each strut-and-rail joint to 
accommodate a %«" bolt secured with 
a nut, Simply screw on the remaining 
2x4 pieces and casters to complete the 
base. The slots in the strut channel 
come in handy for mounting motors, 
tool accessories, and organizers. 

—Wes Swartout, Spearfish, S.D. 


continued on page 18 


Tips ear up For sending tis issue's 
to $150. Top Shop Tip, Wes 


your tip is thebestof the ise  recies an Fape 
‘twins Top Shop Tip hence, Bes America 6-Piece 
ad yourceve tO] worth | peter 
— bee worth $380. 
Send your tp, photas or drawings, 
gelanaci 
‘Because we try to publish original tips, 
please send yours only to WOOD" magazine. 
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FURNITURE MEDIC 


As a Furniture Medic® franchisee, you'll benefit from: 


- National accounts with potential for recurring revenue* 
- Scalability across multiple revenue streams 

- Expert business, marketing, and technical support 

- Extensive education and training programs 

- Franchisee intranet and technical hotline 


Join our winning team of more than 300 franchises. 
Call 1-888-636-1451 today to take the first step in transforming your business. 


“Not vata nal reas. Refers not quaarted, 

"Based on average annual ros sales oranchise Ownership Grouns wih average of ve 8125000 during the tvee-year period 2013-2015 as stated n Fumie Medic 2016 Fancise Dose Document 

“The fanchis ses information in his communication doesnot consul an oferta sel fachise. The of fa tance can only be made hugh he delivery of Franchise ischsure Document Certain states equi that 

\we register ne tance dscosure document hse tats before ofenng and seling 2 ranchse mat jection. NY NOTE: This Adverse not an aflng. An fering can only be made by a prospectus ld fit wt the 
Department of Law fhe State of New York Such ing does nt conte approval by he Deparment of Law, Maree, we Wil nat feo el rnchsesin hace tates unl we have etre he franchise (or bined an applable 
‘exemption from egraion and delivered the anchise discosure documento he prospective ranchise in compliance th a Future Mic P Minnesota Fi No. F7440, Future Medic LP, 389 Forest il-tene oad, 
Memphis, 38125 

Facing is valabie through Senicelastr Acceptance Company, subsidary of The ServiceMaster Co, LLC, o crest qualified individuals. 

(© 2016 Future Madi Led Parersip. Al ights eserves. 


Number batteries 
for greater lifespan 


To maximize and equalize 
the longevity of cordless- 
tool batteries, I like to rotate 
them so they each get used 
at the same rate and 
recharged regularly. Doing 
that can be a little tricky if 
you have more than two bat- 
teries. By numbering them 
with a paint pen, you'll be 
able to keep them in a regu- 
lar use/recharge rotation, 

—Kelly Churchill, Medtford, Ore. 


Clearly view fine pencil 
marks on dark woods 


Seeing fine pencil lines on dark woods, such 
as walnut, can be a challenge. Some wood- 
workers recommend white pencils for that 
situation, but I find white pencils hard to 
sharpen and too soft to leave fine lines. 
Instead, I drag the end of a white or yellow 
chalk stick across sandpaper to create a 
wide, angled tip. Dragging that tip across 
the area of wood to be marked creates a con- 
trasting background for a sharp #2 pencil or 
mechanical pencil with 0.7 mm lead. The 
result: an accurate and highly visible mark. 
—ohn Cusimano, Lansdale, Pa 
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Dual-position fence provides 
cutting versatility 

A typical bandsaw fence isn’t tall enough to 
provide good resawing support, and yet its 
height can get in the way of the upper guides 
when cutting thin stock. For a remedy I 
made this two-piece fence from ¥4" plywood. 
Bolt one half to the saw’s fence, Attach the 
movable half in the vertical (resawing) posi- 
tion by making use of the brass pins and 
rare-earth magnet. The pins alone hold it in 
the down position. 

The dimensions of the add-on fences 
make it easy to still use the saw’s fence scale: 
Simply add 1" when resawing and 6" when 
cutting with the fence in the down position. 
Cut the movable fence 4" longer than the 
fixed fence on each end, and apply wax to 
the pins for easy removal. 

—Father Chrysanthos, Etna, Calif. 
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SHopP TIPS 


BereaHardwoods, co. inc. 
SINCE 1980 
18745 Sheldon Rd * Middleburg Hts, OH 44130 © bereahard¢ 


jol.com 


Patent Pending 


SHop TIPs 


Beat vise racking with wedges 
Wide bench vises tend to stray from parallel 
when you snug up an object in just one end of 
the vise. To get the upper hand on that situa- 
tion, insert a pair of opposing wedges into the 
other end of the vise. (You may want to add a 
cleat to the bottom of the vise jaw for one 
wedge to rest on.) Then, as the vise opens, the 
opposing wedge slides down to its correct 
position. Make wedges in pairs of varying 
sizes to accommodate large and small 
clamped objects. 

—Matt Olan, Spruce Grove, Alta 


A simple trick for narrow glue beads (e] 


While gluing up two halves of a flute blank recently, the snout of my 
glue bottle was wider than the surface, so glue ran off both edges. As 
Tsoon discovered, at such times you don't need separate glue bottles 
for narrow beads. Simply place tape over the glue-bottle nozzle to get 
just the bead you need. ie 


—Bob Blair, Sand t, dah a, 8 
_—F00 Blar Sendpont i3h2 Wand-scrape with router bits 


I recently needed a way to hold a router bit 
for scraping custom molding. So I salvaged 
the chuck from a discarded cordless drill 
and attached it to a short length of dowel rod 
using a %"-24 left-hand-thread (also known 
as a reverse-thread) bolt. Most hardware 
stores don't stock that fastener, so try a full- 
service auto-parts store or online supplier. @ 

—lim Nodler, Bastrop, Texas 
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Bendix Collection 


Crafted by a Tradition of Elegance 


Order Online or By Phone: www.bun-feet.com 1.866.963.5580 


Your Gorbel.& Bracket Source 
Lighted Corbels & Brackets « Traditional « Craftsman » Hand Carveds 
Mission « & More! 


a 
oe 


Order Online or By Phone: www.bun-feet.com 1.866.963.5580 
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Wet perceived: 


working project has arisen and taken 

hold of your creative mind, the concept 
has become clear, and perhaps you even 
have made scale drawings. Now this fine 
thought could come to fruition but, unfor- 
tunately, something stands in the way. 

Maybe your jointer isn’t wide enough to 
handle the required components. Or maybe 
your bandsaw doesn’t have enough capacity. 
Maybe the boards you found for the project 
just don’t have the consistent color and fig- 
ure that you really wanted. Your shop isn’t 
big enough—or you don't have a real shop at 
all. Anyway, you really don't have the time. 
And is it worth the effort? 

It’s always something. 

‘Always, because making real things is 
done in the real world, with all its disap- 


Jn A great idea for a wood- 


pointing limitations. The wood is never 
quite right. There is always one more tool 
that would surely make the work a breeze, 
but you don't have it yet. A wide belt sander? 
Sure, that will solve everything. Everything, 
that is, until the next perceived limitation 
comes along. 

Try this: Make it anyway. It may not be 
perfect or exactly the way you envisioned it, 
but it will exist. Until then, it is nothing. 

Let's take an example from music history. 
What do you do if you are an organist 
renowned throughout Europe, later to be 
recognized as one of the greatest composers 
in history, but you are unceremoniously 
fired and then must move to a place and a 
position where you don’t have access to an 
organ? That must have been like a wood- 
worker with no planes! 


Making real things 
is done in the 

real world, with all 
its disappointing 
limitations. 
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Well, if you are 
Johann Sebastian 
Bach, you deal with 
the limitations and 
use the available 
resources to make 
magic, like what you 
see here—part of a 
masterwork set of 
pieces for violin. 

So, what then, 
when you have fin- 
ished your work? If 
the piece you made 
is the product of a 


‘What you create may not be perfect, 
butt exists, and it now has a ife ofits own, 


sincere effort, it === é 

becomes its own  Don'tsweat what you don't have. Despite not having access > With more than 

point of reference, 128" 0t=-the instrument on wich he was accomplished Soeoeumansine 
*Bachstil created some of the most beautiful musi the word 


freed from the mak- 
er’s expectations, 
limitations, and nervousness. Whether 
you see it as excellent or just fair, the piece 
now has a life of its own. 

It is too late to make changes. This is 
just as well, because now, hopefully, 
everything seems right unto itself at 
whatever level the work was done, includ- 


has ever heard 


woodmagazine.com 


! WWW.EHEAT. com R ALL’ 


save upto 90% 
OR MORE 


ON HEATING COSTS! 


ing the imperfections and the doubts, 
almost as if it was meant to be that way. 
Deal with limitations, do the best you can, 
and accept the result for what it is. But above 
all, make something. 
Because it’s always something—until the 
thing that you make is. 


experience, Rob 
Porearo has exhibited 
works in premier juried 
artisan shows and 

fine galleries, and is a 
widely published writer 
and teacher. Find his 
blog, “Heartwood” at 
rpwoodwork.com/blog. 
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800-807-0107 


. heats room as littleas 4 cents per hour!” 


leave unattended 24/7; coo! to the touch 


fonless design, auto dimming power light 


slim space saving design. 19°w x 22°h x 2" thin! 


fanless - doesn't blow dust or dry the cir. great instolls in minutes, no drill required; 
OM HEATER for those who suffer fromasthma ordry eye 120v & 220v hardwired and plug-in models available 


Al 


With seven drawe! 
(including a secret 
one-shh!) and a 
“spacious cabinet 
.) on top, this double- 
* decker perfectly pairs 
form and function. 


“az 


ENSIONS_ 
x 19%" D x 70" H 


EXPLODED VIEW 


Build either the bottom chest 
orthe top chest separately, 
Each can standalone. 


Choose from various decorative 
tiles or other materials, suchas glass or 
wood veneer, to reflect your own tastes. 


drawers 


Twolarge 
drawers — 


Begin with the bottom chest 
Cut dust-panel stiles and rails (A, B, C), 
panels (D), and chest sides (E) to size 

[Materials List, page 32]. Form the grooves and 

rabbets in the stiles and rails [Drawing 1]. 
‘Assemble and glue five dust panels (A~D) 
[Drawing 1], measuring their diagonals as 

you clamp them to ensure square. 


Efoust Panet 


1h a 


3a" rabbets. 


— This willhold a 
32" TV, too. 


‘outa top drawer and pling uy 
and to the side on a drawer hal 
behind the decorative til 


—— 14" plywood dust panels 
insoft-maple frames cut 
down on weight. 


sorew 


#BxTA'FH screw 


Machine the dadoes and rabbets in the — Tip! Finish-sand 
ides (E) [Drawing 2], creating mirror- components, such as the 
image sides. (See the Tip on the next page.) dust panels, as you 
complete them; it’s easier 
to sand most parts before 
installation. We sanded to 
150 grit for our 
clearsfinished chest. For 
staining, go to 220 grit. 


~\26" rabbets "deep 36 


~ Accessa secret stash by sliding 


ng 


Tip! Size the dadoes to 
perfectly fit the thickness 


26 


of your dust panel end 
rails (8). Get a free plan 
for an exact-fit 
dado-routing guide, 
woodmagazine.com/ 
dadig 


Ack: the dust panels (A-D) to one side 
(E), flush at the front [Skill Builder, Photo A]. 
After the glue dries, install the other side (E) 
[Photo 8). 

Cut the face-frame stiles and rails (F-I), 

making the outer stiles (F) 4" wider than 
listed. Assemble the frame [Drawing 3] with 
pocket screws and glue, then glue the face 
frame in place [Photo C]. 

After the glue dries, trim the face-frame 

stiles (F) flush with the sides (E) [Phato D]. 


Add the top, bottom, 
and base 
Cut the top and bottom (J) to size and the 
edging (K, L) 1" longer than listed. Round 
over the outside edges of K and L [Drawing 4). 
Miter-cut the edging (K, L) to fit the top 
and bottom panels (J), and glue them in 
place [Drawing 4]. 
Screw the top assembly (J-L) to the car- 
case (A-I) (Drawing 4], flush with the back 
ofthe carcase and with equal side overhangs. 
Set the bottom assembly (J-L) aside. 
Qfrom 4x49" stock, cut one blank 39%" 
‘long and two 19" long for the base front 
and sides (M, N) [Drawing 4, Exploded View, Photo 
E]. Rip a 1%" strip off the edge of each blank, 
marking everything so you can glue pieces 
together in their original orientation later. 
Lay out the base profile [Drawing 4a] on 1" 
hardboard. Cut out the pattern, sand the 
curves smooth, and trace onto both ends of 
the wide piece of each M/N blank. 
Cut out the ends [Photo £] and sand the 
sawn edges smooth. Reunite the shaped 
ends with the appropriate ripped top strip, 
and glue the parts together to make the base 
front (M) and sides (N). 


> Make your own 
squaring braces. 
woodmagazine.com/ 
clampingbrace 


Install the dust panels one at a time for easier assembly, A 
squaring brace holds the panel perpendicular to the side while 
the long bar clamps force it into the side dado. 


Miter-cut both ends of the base front (M) 
and the front end of both base sides (N) 


SKILL BUILDER 


Glue the dado walls, let the 
bottom take care of itself 


To glue the dust panels into the dadoes, just 
apply glue to only the walls of the dadoes, 
above. Enough glue will end up on the bottoms 
‘as you assemble the parts. 


to ensure tight joints. 


Exeorrom CHEST 
‘SIDE PANEL (left side shown) 


Ye rabbet, 
34" deep 


Measure the diagonals to ensure a square carease when 
installing the second side. Cauls equalize clamping pressure 


Eqportom crest 
FACE FRAME (rear view) 


Ba" Ya" dadoes 
| 36 deep 
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Bandsaw slightly on the waste side ofthe line fo contour the feet. Make the sweeping 
S-curve first; then, go back ta shape the filet and small radius atthe top of each end. 


lace the top edge of the face-frame flush with the surface of the top dust panel (A-D). 
Equalize the distance from the inside edge of F to the inside face of E an both sides. 


Drive sctews through the bottom (J) into the sides (E) and face-frame bottom rail (G). 
‘Screws through the back legs (0) go into the bottom (). 


‘Arouter with a flush-trim bit helps you level the stile edges withthe sides (E). Set the guide 
bearing lose to the joint between the parts and don’t lt the router ti on the narrow stile, 


to finished length. Referring to Drawing 4b, 
cut the base back legs (O) to shape. 
Biscuit and glue the base (M-O) together 
[Drawing 4], squaring the assembly. Glue 
the base to the bottom (J-L), flush at the 
back and centered side-to-side. 


(eyease PROFILE 
Screw the bottom/base assembly (J-O) to aiid ~ Pe =a { 
the carcase, flush at the back and cen- aslieiegaa! O08 
tered side-to side [Photo F]. | z = 


= p- an ry 


3" round-overs 


Gyportom cuest 


1M" pocket screws, 


Game cover 
SECTION VIEW 


#20 biscuit, #Bx 1%" FH 
> 


crew 
ky oa 
39" 4 
718K 
C #Bx 10" FH. 
woodmagazine.com Mitered ends: screw 


Tip! Startwith stock both Trim out the chest Miter-cut the trim to fit inside the open- Note: For the decorative 


wider and longer than the 1 Cut pieces about 2" overlength for each ‘ing [Drawing 4c] and glue in place. tile accent between the 
finished trim pieces for cove trim (P, Q) [Drawing 4]. Rout a 3%" cove Cut the drawer guides (T-V) to size.Glue two top drawers [Opening 
easier, safer routing. After along one edge of each piece. them into position on the dust panels — photo), buy your tile before 
‘routing, rip the cove trim to Miter-cut the cove trim to finished (A-D) [Drawing 4 and Photo 6]. cutting trim for the 
finalwith. 2 length and glue in place [Drawing 4). ‘Cut the drawer stops (W) and the chest opening, so you can size 
Cut the tile backer (R) to size. Glue it to back (X) to size. Set these parts aside. the opening correctly. You 
the back of the face frame, centered over could instead display 
the opening [Drawing 4]. figured wood or a 
Make a /x1x30" blank for the tile frame veneered panel in the 
trim (S). Round over one edge on both opening, or convert the 
faces and rabbet one face [Drawing 4c]. hidden drawer to slide out 
the front. 


wi \ 
\\ \ 
A 
the guides ftom the inside face of the side (E), not 


the rabbet, 
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Note: Wecut Build the drawers 
half-blind dovetails Cut the drawer fronts and sides (Y-CC) 
using a dovetail jig with to size [Drawing 5]. If you want to build the 
7’ center-to-center hidden drawer [Drawing 6], cut parts GG and 
spacing and a router HH, too. 

with a 14°, ¥3" dovetail Machine the grooves and dadoes in the 
bit, Learn about setting 4 drawer fronts and sides (Y-CC, GG, HH). 
up the jig and routing Dovetail the fronts (Y-AA, GG) to the 

dovetails. sides (BB, CC, HH). 
woodmagazine.com/ Cut the drawer backs (DD-FF) and bot- 
halfblind toms (II-LL) to size. Assemble the draw- 
Watch a video about — ers [Drawings 5 and 6], and check their fit in 

routing dovetails. the chest. Install the handles. 

woodmagazine.com/ Close the drawers, their fronts flush with > “= 
dovetailvid the front of the chest, and glue the drawer J < 


stops (W) in place [Photos G and H]. Place the drawer stops carefully o create a smooth front. We cut our stops from the 
waste that remained after bandsawing the base feet. 


15%" for parts | (lower drawer shown, viewed from rear) 


3276" for parts ‘ Erawers 
1196" forparts 


"grooves 
14" deep he" from 
bottomedge 


for parts 


eZ 


32%e" for partst a y— 
15%" forparts: ZZ 


#834" FH screw 


Teor parts 1 
6%." for parts 
179%" for 


parts DED 


grooves Ye" deer 
fe frombottom edge 


Guippen 


DRAWER 


15%" 
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> Watch a video of 
cutting cove molding 
on a tablesaw. 
woodmagazine.com/ 
cuttingcoves 
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Construct the top cabinet 
Cut the sides, top, and bottom (MM, 
NN) to size [Drawing 7]. Rabbet and dado 
the sides (MM) and drill the shelf-pin holes 
{Drawing 8], making sure to create left and 
right sides. 
Apply glue to the side dadoes and join the 
top and bottom (NN) and sides (MM). 
Cut the face-frame stiles and rails and 
the back rails (0O-QQ) to size. Make 
the stiles about 44" wider than listed. 
‘Assemble the face frame (OO/PP) with 
pocket screws and glue [Drawing 7]. Glue it 
to the front of the carcase (MM/NN), cen- 
tered, and rout the stiles flush with the sides, 
as you did on the bottom chest. 
Glue the back rails (QQ) to the top and 
bottom (NN), flush at the back [Drawing 7]. 
Make cove molding [Drawing 7a] for the top 
and bottom trim (RR, SS) [Skill Builder, next 
page]. Miter-cut the trim to fit around the 
front and sides of the carcase [Drawing 7, Photo I]. 
W ha the shelf and edge (TT, UU) to size, 
and glue them together (Drawing 7]. 


Edvprer CABINET 


— EEcove vera 


Mitered end + 


| 
king knife 
t side of blade + 


To fit the front cove trim (RR) precisely, mitercut one end and mark the location for the 
‘opposite miter with a marking knife. Fit the top and bottom trim pieces individually. 


It's time for doors 
and final touches 
Cut the door rails, stiles, and panels 
(VV-XX) to size. Saw or rout the grooves 
and rabbets in the rails and stiles [Drawing 8}, 
and assemble the doors. 


Mitered end 
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SKILL BUILDER 


Cut big coves with your tablesaw 

To make the cove trim (RR, SS) for the top cabinet, bevel-rip 134134” 
stock to the profile shown in Drawing 7a. Cut a piece for each molding a 
few inches longer than listed. 

Then, cut a pair of ¥ix4" guides long enough to span the saw table 
diagonally front to back, with room for clamping to the table (below). 
Make sure one edge is smooth and true. Equip your saw with a 60- to 
80-tooth blade and raise it to %". Then, adjust the miter gauge to 33° 
and place it near the front of the table. 


Lay guide A tightly against the miter gauge and position the edge ¥s" 
from the leading blade tooth at the table surface. Clamp the guide in 
place. Using a molding blank as a spacer, clamp guide B (below) in 
place. Lower the blade and make sure the blanks slide smoothly 
between the guides, 

Set the blade height to Vic" and feed the blank steadily across the 
blade at a moderate rate. Repeat, raising the blade 4c" for each 
subsequent pass until you cut a ¥6"-deep cove. Sand away the saw 
marks. (We shaped a foam sanding block to the cove.) 


Drill holes for the pulls, and attach the 
hinges [Sources] to the doors. Then, screw 
the hinges to the face-frame stiles (OO) 
[Photo J). Install double-ball catch strikers at 
the top of the door stiles (WW), close the 


Elluprer CABINET SIDE PANEL 
(left side shown) 


‘woodmagazine.com 


EXboor 
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"Acombination-square blade supports a door at its correct. 
‘sing clearance while you attach the hinges to the cabinet 
face-rame stiles. 


doors, and, working from the back, install 
the catches on the inside cabinet top (NN). 
‘Cut the top cabinet back (YY) to size. 
Remove the hardware, finish-sand any 
areas needing it, and apply a finish of 
your choice. (We used General Finishes 
Enduro-var satin.) 
‘Attach the top cabinet back (YY) [Drawing 
‘7. Reinstall the doors and attach the 
drawer hardware. 
Glue the tile into its frame with silicone 
adhesive/caulk. Slide the drawers in. 
Attach the bottom-chest back (X). Move 
the chest to a prominent position in your 
home and place the top cabinet on it. 


Produced by Lary Johnston with Kevin Boyle 
Project design: Kevin Boyle 
‘ustatons: Rxanne LeMoine, Lorna Johnson 


Materials List 


FINISHED SIZE 


Part TW Gt 
Bottom chest 


‘ust pane! 5 
A front/backsties —_™* 


out 
OF 


ust panel a 


center rails 


Drawers 


Y lower fronts W Tht 30h 
Z__ mide fronts ‘WG 15H 
‘AA top fronts Gat 1190 


dustpanes 15%" 

sides 17 2 
ce eee wD am oc 2 

Se nip NO ON Oc 2 

pera wow ar oc 3 

peer wow eu oc 3 
J top/bottom w iw 36 cP 
K* fontedgng YS" MOYO 
“IF side edging a 2 Me ck 2 
Mase front wae act 2 
NY base sides we 4 18% C2 ~—(O0* facohamesiles ow 2M 2H OCD 
© basebacklgs 4" =! OM «2 PP. Cfacefamenis © 2M" 30" oc 2 
P* fonteoetim «x W302 Q) backs er 
side cove tim wow iwc 4 me 38" OS 
R_tiebacker aCe! ete 18M Oc 4 
S* tie frame tim wor ew oc 4 w 14K" 30K" OP 
T lowerdrawerguides 3s" 1m" 17) M13 wT Ww ct 
U upperdraverguides 2 1TOM OG «oF we oc 4 
V_ centerdrvergude i" 20" 17" =m 1 WW doorsties, wD He C4 
W w ie 1% C8 XX doorpanels 11% 1Phe cP 2 
x Ye 36m" 37H ce 1 WY ack We 3am" 26u" PL 


“Parts inaly ct ves. See the instructions. 
Materials key: M-soft maple, CP-chery plywood, C-chery 


‘Supplies: 1 shet pins (4), 48%" fathead screvs, 28x13" 
fathead screvs, #819" fathead screws, #4x4" flathead screns, 
14 pocket sews, #20 biscuts 

Blade and bits: Dado set; ¥ and 3 ound-over, 

46" stright, fusttriming, and Ys 14° dovetail route bits. 


Sources: 
Hinges: Fl-wrap,fl-nset, o-mortse,balltip hing, rckl, no. 
(01H30.42, $4.30 (4, Le Valley, 800-871-8158, levaley.com, 

Pals Blackrock handle, 96mm, stn chrome, no. 0241776, $6.60 (), 
Lee Vale. 

Knobs: Blackrock square knob, 16x", satin chrome, no, 024177 
$450 (6), Lee Valley. 

Catches: Extruded double-al catch, 38mm, no, OOW12.00, 
$1.80 (2), Lee Val 

Decorative tie: Moti 6x6" turquoise cabal fish te, $63 plus 
Shipping, no. RS-B6FISH,Schiabaugh and Sons, 800-346-9663, 
sehsonscom. 
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Approximate 
materials cost: 


$90 


Triples the 
table 
ac 
Feew in 

eorlet 
"oat fr 


DIMENSIONS: 
26" L x 14" D x 10%" 


changeout. 


wodliibagazine.col 


chance to rectify that situation, with a 
table that: 4 
> has a top surface big enough to: 
port large workpi 

features an easy-t 

lining up repeatably accurate holes. 
includes quick-action hold-downs. 
provides fast-retrieval storage for 
frequently used accessories. 


continued on p. 


Note: We sized this table to fit cast-iron drill-pross 
tables up to 12" in diameter. If your factor} 
supplied table is larger than that you'll need to 
lengthen parts A, B, and F. 


First, fabricate all the parts 
From a half sheet (4x4) of 4" Baltic birch 
plywood, cut all parts (A-F) to size [Materi- 

als List]. 

From two scraps of %" solid stock and a 
piece of 14" or 14" plywood, make a dado- 
cutting jig. Use it to rout dadoes into the top 

(A) [Exploded View, Photo A). 


Tip! Test the dado cut in scrap material to ensure your 
TFtrack fits into it. You may have to cut a 


full-depth dado, then readjust the jig and widen ~ 


the dado. 


Mark centered, half-circle reliefs on one 

edge of the top (A) and both fence pieces 
(B) [Exploded View, Drawing 1]. Cut out the reliefs 
and sand smooth. 


Now assemble the parts 
1 Glue and clamp the fence parts (B) [Photo 
8). After the glue dries, reinforce the joint 
with countersunk screws [Drawing 1]. 
Glue and clamp fence braces (C) to the 
fence assembly [Photo ¢]. Then drill the 
Yi holes. 


Tip! To ensure accurate placement ofthe holes in the 
fence, measure from center to center between the 
dadoes in the top (A). 


Note: Check the 
diameter of your drill 
press post and, if 
necessary, mark and 
cut a larger reli than 
shown in the top (A) 
and fence (B). 


EXPLODED VIEW 


Three-wing knob 


#6x34" FH. screw | 
in countersunk hole 


Ttrack 14" long 


1%! hexhead bolt 
1¥6" long 


Hold-down 


oA y #ox1% 


FH screw 


A - ~ 
Rout dadoes using a simple jig. In building the jig, use the top (A) as a spacer when gluing Clamp up the fence. It wil square itself ifthe edges were cut square to the faces. 


‘and nailing the legs at 90° to the guide. The legs should be snug to the edges of the top, 
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Three-wing knob 


‘Small braces add big strength tothe fence. Apply just enough clamping force to press the 
braces against the fence, producing a bit of squeeze-out atthe edges. 


Assemble the cubbies by first gluing, 

clamping, and screwing each top/bottom. 
(D) flush to the edge of a side (E) [Exploded 
View, Photo D]. Likewise, join pairs of those 
assemblies to make the cubbies. 

Glue and clamp the front apron (F) 

‘between the cubbies [Exploded View]. To 
that assembly glue on the top (A), flush to 
the fronts and sides of the cubbies. 


Add the final touches 
1 Finish-sand all surfaces to 120 grit. Gen- 
tly smooth any rough edges. 
Apply a clear protective finish. We 
sprayed on three coats of lacquer. 
Screw on the T-track [Source]. Add bolts, 
‘washers, and wing knobs to the fence. 
‘Then slide the bolt heads into the T-track. 
Slide the table into place on your drill 
press. Lock it down securely using wash- 
ers and screws through slots in the cast-iron 
table. If the table has no slots you may have 
to drill holes through it. 


ErFence 


We" washer 


Reinforce the cubby assemblies with countersunk screws after you glue and clamp them 
together. Make two such assemblies for each cubby. 


Materials List 


rr 


Produced by Bil Krier wth 
MMMM John Olson anc Joshua Steele 
Project design: Kevin Boyle 


HED SIZE 


14" 26" BP 1 tustrations: Roxanne LeMine, 
306" ap ‘Lorna Johnson 
fence braces wo oP 


cubby top/bottom =" 10" 7 BP. 
w 10 BP 


Ww ole 12" BP 


5 
. 
a 
ry 
1 


B8P-Baltc bch plywood, 

1x 20 hates ols 114” long 2} 4° washers (2) 
8x14" flathead stews 28), #6x36" fathead sews (8). 
Router bit: ¥'staight 


‘Source: Track, 36" long, no. 9471, $16.95; Thee-wing knob (2), 
no, 9874, $1.29 each; Hod-down clamp (2, no. 9476, $8.95 each, 
NUS, 800-533-9298, www micswoodwarkng.com. 


Cutting Diagram 


2 


34x 48 x 48" Baltic birch plywood 
35 


mp. ie \; ss i 
i a 


ou'll build this project from the inside 
out, beginning with the 14’ Baltic birch 
case that forms the core around which 


you add doors, windscreen, lids, anda base for 
itto sit on, Now let’s get cookin’! 


First served: the case 
Cut the case sides, shelves, shelf spacers, 
and gas shelf (A-D) [Materials List, Drawing 
4), Place your gas grill on one of the shelves 
and mark the center of a 4%4"-diameter hole 


for the gas canister [Photo A]. Stack two — Marka hole for the fuel canister by aligning the regulator about 3-4" from the side and 
shelves together, drill a pilot hole at the _ back edge ofa shelf. Center the hole under the regulator. 


> Compact camp stoves vary in size, 
configuration, and fuel requirements. 

The Rainier stove from Camp Chef shown 
above |Sources, page 42] gets its fuel from 
a disposable 16-02. propane canister or 
For compact from a larger, refillable cylinder via a hose. 
storage the base ‘Some stoves have onboard gas tanks and 
fits over the case. require no holes for a tank or hoses. 


EXPLODED VIEW 


#8%%/"F H, screw 


Fold-out lids provide 
Handy ample foodprep 

reen strtae 
storage slot \ 


prevént cans and bottles 
fromtipping, 
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Elevate the center case assembly on risers to make it easier to clamp the top shelf/shelf 
spacer assembly (B/C) tothe rest ofthe case. 


" For speed and ease of assembly, we joined the center case components with brads after 
‘applying gle, though you could clamp the parts together to avoid the sight of brad heads. 


Outside face up 


Rip the side assembly to final width by trimming the panel and rall ends flush on one edge 
(frst cut shown), then rotating the assembly and trimming the other edge, 


ae 3 I 
‘the side rails (H) to the side panels (I) withthe edges of each panel 
extending past both ends ofthe rails. 


marked center, and cut out the 
circles with a jigsaw. Sand smooth. Eyesse 
Glue and nail the gas shelf (D) 
between two case sides (A) 
flush at their back edges [Drawing 1]. "Me!" ee 
Check for square as you work. . 
Likewise, attach that assembly 
and the other case side to the bot- 
tom shelf. Then attach the middle 
shelf (B) [Photo B). 
Attach the shelf spacers (C) to 
the remaining shelf (B). Then, 
attach that assembly as shown 
[Photo c]. 
Cut to size the back rail (E) and 
‘panel (P). Then glue them edge- 
to-edge with their back faces flush 
[Drawing 1]. (The rail will protrude 
4" proud of the panel on the inside 
of the cabinet.) Glue and brad this 
assembly to the center case. 7 
‘Cut the side stiles (G) to size, 
‘the side rails (H) to width but 
Mi" longer than listed, and the side 


1M" brad 


W" holes 1¥e" deep 


%4" dowel 
< £2" long 
a 
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panels (I) to length but 4" wider than listed 
[Drawing 2]. Glue and clamp the side rails to 
the side panels with their inside faces flush 
[Photo oJ. After the glue dries, rip the H/I 
assembly to 1244" wide [Photo E]. 

Glue and clamp the side stiles to the rail/ 

panel assemblies, reinforcing the corners 
with biscuits, pocket screws, or dowels. See 
Dead-on dowel joinery using a shop-made jig, below, 
for a simple doweling method. 

Attach the side assemblies (G-I) to the 

case (A-F) with their edges flush by first 
reinforcing the joints where the back rail (E) 
meets the side assemblies (we drilled dowel 
holes using the back/side jig) [Drawing 1]. Glue 
and clamp the side assemblies to the case, 
adding screws from the inside of the case. 

Cut the shelf rail (J) and glue it to the top 

shelf (B) [Drawing 1]. 


Edsive Panet 
(outside face shown) 


Dead-on dowel joinery using a shop-made jig 


Ifyou own a drill press you can easily make 
two jigs for precisely placing dowel holes 
throughout this project. You'll also need a ¥4" 
brad-point drill bit with stop collar. Use the rail/ 
stile jig to drill dowel holes in the ends of the 
side rails and the edge of the side stiles. Two 
dowels provide sufficient reinforcement for this 
joint, so use only the outside jig holes. You'll 
use all three holes for door and base joints in 
later steps. Use the back/side jig for attaching 
the back. 


BACK/SIDE JIG 
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Ensure dowel alignment by always indexing the doweling jig from the same face (inside or outside) ofthe pieces being 
joined as well as aligning flush the end of the jg wth the edge of the rail(H) and the end ofthe stile (6). 


RAIWISTLE JIG 
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i) | 
‘Check the vertical position of each door by placing a 
sorap of ¥2" plywood on top ofthe door and a hinge 
[Source] on top ofthe case side stiles (G). If there's a gap 
between the hinge barrel and scrap then shim the door up. 
If the hinge barrel prevents the hinge leafs from lying flat, 
then sand down the door top and/or bottom. 


Join the door sides to the door subassembly by using the 
ral/stle dowelin jig to dill corresponding "holes in the 
top and bottom shelves (L) and sides (K). 


Attach each hinge using double-faced tape on one leaf to. 
hold the hinge in place while you dil pilot holes. Remove 
the tape and drive the screws. 


Next on the menu: doors the sides (K). Glue the sides to the door- 


Cut to size the door parts (K-N) [Drawing 
3]. Glue the shelf stops (M) to four shelves 
(L). After the glue dries, glue those assem- 
blies and the two remaining shelves to the 

door panels (N). 
Drill dowel holes in the top and bottom 
shelves (L) [Photo F] and the inside faces of 

Epoor 
(left door shown) 
Magnet 
magnet cup 


We" holes 1% 


We dowel 2” long 
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panel assemblies (L-N). 
Clamp the doors to the case in the fully 
open position and flush at the bottom. 
Check the vertical position of the door on 
the case [Photo G]. Then attach the hinges 


[Photo H]. 
Gparer TOWEL HOLDER 
| Thole — i 
e 8 


| y 
Nowmortise \j1s Z 
finge dowel ZA 

12%" lng f 
Thole %6" dee b \ 
centered 
t* 
a 
9 
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Coming right up: towel holder, 
windscreen, and more 

Cut to size the paper-towel holder sides 

(0), top/bottom (P), and back (Q) [Drawing 
4]. Stack the top and bottom and drill a 1" 
hole through the top and partially through 
the bottom. Mark and cut the radius on 
each side, then glue and nail the sides 
between the top and bottom, and the back to 
this assembly. Cut a 1" dowel to fit. 

Cut the windscreen outer sides (R), inner 

sides (8), back (T), and handle (U) [Draw- 
ing 5]. Laminate the outer and inner sides, 


Eqwinpscreen 


Continuous 
hinge 
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flush at the front, top, and bottom edges. 
After the glue dries, jigsaw the angled edge. 

Cut the handhold into the handle (U). 

Glue and brad the handle to the top of the 
windscreen back (T). 

Place the back (T/U) and side (R/S) 

‘assemblies atop the case and check for fit. 
Attach continuous hinges [Source] to the 
windscreen assembly. Then fold up the wind- 
screen and make sure it fits into the slot under 
the top shelf of the case. 

Cut the lids (V) to size and shape, install 

the screw on each bottom face, and drill 


21%" 


39%" 


the 1" hole in each [Drawing 6]. Attach the lids 
to the top edge of the case (Exploded View] with 
no-mortise hinges. You may have to file 
down any screw tips that penetrate the 1" 
plywood. 

‘Transfer the 1" hole locations in the lids 

‘to the top of each door, then drill a dowel 
hole at each location [Drawing 3]. Glue in the 
dowel and drill a centered hole in its top for 
a magnet cup and magnet [Source]. Check 
that the lids fold down and lock onto the 
doors. You may have to sand the holes and/ 
or the dowel ends. 


Final course: make the base 
and apply a finish 
Cut to size the base parts (W-AA) [Draw- 
ing 7]. Mark, then cut the leg tapers using 
a jigsaw; save the offcuts. Smooth each taper 
with a hand plane. 
Drill corresponding dowel holes in the 
rails (X, Y) and legs (W). Glue and clamp 
a leg to both ends of each rail, Attach a base 
cleat (AA) to the top inside face of both leg/ 
side rail (W/X) assemblies. 
Guo 
is 


ht inside face shown, 


ft is mirror image) 


# 
roaal| 
BW | 
+ 13M" 
| 
Ye holes uf 
deep ss 


a 


Join the base assemblies ona flat work surface using glue and clamps. Ease the clamp-up by utilizing the leg-taper cutoffs 
you saved earlier to provide a parallel surface forthe ciamp jaws to gain solid purchase. 


Dry-fit the leg assemblies and check that 
the case fits on the base with the doors 
closed and the lids folded in. Then glue and 
clamp the leg assemblies [Photes |, J], and glue 
on the top (Z). 
A or spray on a tough, water-resistant, 
film-forming finish that will protect the 


Cutting Diagram 


project and provide an easy-to-clean surface. 
Good choices include polyurethane, spar 
varnish, or pre-catalyzed lacquer. Finally, 
open the doors and position the handles 
[Sources] as close to each door as possible. Now 
start planning that next camping trip or tail- 

gate party and the great meals you'll enjoy. 
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2) 


x48 x 96" Baltic-birch plywood 
r di 


cA 


oe 9 


Yex4Bx 9G" Baltic-birch plywood = " 


© 


eer ea : 


Sax 7% x 96" Red oak (5.3 bd. Ft.) 


o Oo oO OD 


o 


‘Jax Tis x 96" Red oak (5.5 bd. Ft.) 


= — 


Sax Tex 96" Red oak (5.5 bd nyo 
2 


Materials List 


FINISHED SIZE 


shebes 

shespacers 

gasshe # 

back all W 

back panel # 1 

sidestes ae ae a 

side rails «3 o 4 

side panels w 12K" 164" BP 2 
J shelfrail wor 36 0 ot 
Ee) 
K sides woot 2 0 
Lshebes a ee a 
M shelfstops #” «=«3”~=«dTHe" «BPC 
N_ panels Wr The! 21%" BP 2 
0 sides we ist 12" Be 
P  top/bottom a eC a oe 
Q back wT 13 et 
Raa) 
R outersides wr 14K tBu BP 
S_innersides we aye 16H BPD 
T back w 16H" 34m" BP 1 
U handle w 2 Baw Ot 
Vids w 19" 20" «2 
[ees 
Wo legs 6 13K" 0 8 
X sie als aH" 26K" 02 
Y endvals 34 OMe" 02 
Z top W 2s" 30%" BP 1 
AR oats Ea 384" 02 


“Parts inal ct oversize. See the instructions, 
Materials key: BP-Balic birch plywood, 0-0. 

‘Supplies: No-mortse hinges (8), 36" continuous hinge, Toolbox 
handles (2), #10-24 inc pated flathead machine sorews 14 ong with 
ruts (8), 34", cupped magnet set (2), 16ong 1” dowel od, 2-ong 
24 dovels (70), #8x fathead sens (8) #8X%' flathead screws 
(2) #1614" bad ral. 

Bits: 14" brad-point bi, 1 Forstner or spade bit 

Sources 

N-mortise hinges, no, OOH51.33, 214%" rckl plated, $2.50/pair 
(4 pais. Le aly Tools, 800-871-8158, eevalycom. 

Serews, no. 0121163, #8X%" nickel plate, $2.80/100 count 
(equiedforhinges listed above), Lee Vale. 

Toolbox handles, no, 00S03.10, $3.90 each (2), Lee Valley. 

5 cupped magnet set, o. 99K3904, 2.60 each (2), Lee Val. 
Camp Chef Ranier 2 camp stove, model MS2GR, woodmagzine com 
campstove. 
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Help. keep 


Shop class alive 


3 
e) Pi | 
> : +4 bh - 


BUY ONE WOOD" MAGAZINE 
ARCHIVE AND WE’LL A 
SEND ONE FREE TO yN 

A SHOP TEACHER! S 


Learn more at woodstore.net/thumbdonor 


> Are you a shop teacher? Sign up for our waiting list at woodstore.net/shopteacher. 


5 Nal 

Y px | 

hop 6: 

Spend a little, save a lot 

henexttwo sets offour paychecks i — 
. 


outfit your shop with a pair of 

machines that expand the wood | 
species you can use in projects. Instead 
of settling for the limited (and pricey) 
selection of home-center lumber, a 
jointer and planer enable you to pur- 
chase boards from a hardwood dealer 
or mill. That's because these machines 
help you process rough-sawn boards 
by jointing the faces flat and edges 
square, and then planing the boards to. 
uniform thickness. But both tools are 
substantial investments, so you'll 
acquire the jointer first, then the planer 
after replenishing the bank with a few 
more checks. 


> Learn how a jointer and planer work 
together to save you serious money on 
lumber. woodmagazine.com/jointplane 


> Watch a video of the shop growing, 
updated with each paycheck. 
woodmagazine.com/is6progress 
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Learn through this series of Idea Shop 6 articles how to set up a shop by working within a budget of $150 every two 
weeks over 26 pay periods. Coinciding with each paycheck, we provide online a collection of related articles, plans, 
and videos. To get an e-mail reminder of that posting, sign up for our newsletter at woodmagazine.com/newsletter. 
The first article in this series appeared in WOOD® 238 (March 2046). Catch up with previous installments at 


woodmagazine.com/ideashop6. 


Paycheck 17 


When woodworking plans throw you a 
curve, reach for a fairing stick. This simple 
device flexes and holds its shape allowing 
you to trace a curve along it. A string on this 
version pulls the ends toward each other, 
then a sliding tab locks the string in posi- 
tion, Build fairing sticks in several lengths 
to help you draw arcs of all sizes. By using 
the tip below, you can sock away all (or 
nearly all) of this check. 


> Find free plans forall the jigs 
and fixtures shown, 
\woodmagazine.com/ideashop6 


Tip! Want cheap (or even free) hardboard? 
‘Ask your lumberyard if they have any “dunnage" 
laying around. Dunnage is sacrificial hardboard 


used to protect other sheet goods. 


Paycheck 18 


‘This check and some of your savings pur- 
chase the first half of your one-two punch 
for dressing lumber. With a jointer, you can 
easily flatten the face of a board, and then 
square one or both edges to that face. Start- 
ing with square surfaces simplifies joinery, 


Run a board face-down across the cutterhead 
to fatten the face. Then press the freshly fattened face 
against the fence to square an adjacent edge tothe face. 


Cutterhead below guard 


>A jointer is 
classified by the widest 
board it can surface. 
The benchtop model we 
chose (Porter-Cable no. 
PC-160JT) joints boards 
up to 6" wide, 


Outfeed table 
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Fairing stick 


measuring, and assembly. While a jointer 
can flatten a face, it can't make opposite 
faces parallel. That's the planer's function, 
and you'll acquire that essential machine 
three paychecks down the road. 


Create smooth, even arcs with a fairing stick. Cinch up the string to bow the hardboard body, then hol the stick in 
place on the workpiece while you trace along the curve 


> Lear how a jointe 
works and how to 
use it. 
woodmagazine.com/ 
jointerpointers 


Infeed table 


rf 


45 


‘As you acquire benchtop tools, this fip-top bench makes possible storing and using several of them inthe same space. Casters allow you to move the bench as needed to feed stock into tools 


46 


Paycheck 19 


With this paycheck, purchase the lumber 
and hardware for building an innovative 
flip-top bench, above. As your tool collec- 
tion grows, simply rotate the top and bolt 
new acquisitions to the opposite face. Or 
leave one side empty to use as a worksurface. 


A length of black pipe sandwiched between 
the benchtops serves as a pivot. Cutoff bolts 
inserted through each end secure the bench- 
top for work. 

If you have a few bucks left over, stash 
them in your bank. 
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Paycheck 20 


Build versatile wall storage, left, using per- 
forated hardboard (one brand is Pegboard). 
Hung from the same type of beveled French 
cleat as the clamp rack, you can make, move, 
and arrange several panels to suit your 
needs. Hooks and hangers, right, come in a 
variety of sizes and functions. For example, 
short hooks accept wrenches, and you can 
make a shelf by resting a piece of scrap stock 
ona pair of longer hooks with supports. To 
bank enough money to buy the planer later, 
we made just one panel for now. 


Easily reconfigure perforated hardboard panels as your 
storage needs change, Hardwood edging ttfens the 24x48" 
panel and provides clearance onthe back face forthe hooks. 


Tip! Secure loose hooks 
with a dollop of hot-melt 
slue inthe holes. Pee! off 
the glue if you need to 
reposition the hook later 


Produced by Crag Ruegsegger with Lucas Peters 


aT 


MDF 


Veneer plies 


Your plywood may not be what it appears. Our plywood measured exactly ¥%4" because 
we bought Combi-Core plywood, a blend of veneer plies and MDF. Other plywood may be 
thinner. Size your grooves and dadoes to fit. 


> Learn to make better 
cuts in plywood. 
woodmagazine.com/ 
plywoodcuts 


Start with the dado forthe case bottom (A. Then, ado an auxiliary fence face and mil the rabbets forthe case top (A). 
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laundry room. To help cut the clutter 

without taking up valuable floor space, 
and to raise your front-load machines to a 
more accessible height, build this washer/ 
dryer stand. The two large, slide-out drawers 
afford plenty of space for laundry baskets, 
detergent, and dryer sheets. 


F ewrooms in the house get as messy as the 


EXPLODED VIEW 


pads to press each workpiece fiat as it passes over the blade. 


Begin with a box 

Cut to size the case top/bottom (A), sides 

(B), divider (C), and back (D) [Materials List, 
Cutting Diagram]. Using a dado blade sized to cut 
a groove to fit your plywood [Photo A], cut 34"- 
deep grooves for the back in the top, bottom, 
and sides [Drawing 1, Photo B). After cutting the 
grooves, center a dado across the top and bot- 
tom to accept the case divider, 


Before cutting the grooves in the top and bottom, set up an outfeed support. Use push 


> Set up your dado set 
for perfect dadoes and 
grooves. 
woodmagazine.com/ 
perfectdadovid 


Rip, then flip To perfectly center the 4%" grooves on the thickness of the drawer stiles (M) 
and rails (N), set your fence 4” from the inside edge of the blade, make a pass, then fp 
the workpiece around and cut again. 


>Gluing up the case “Next, cut the dadoes and rabbets in the 
will require long clamps. © sides (B) [Drawing 1, Photos C, D]. Glue the 
Or, try this trick. case together. Start by gluing the case divider 
woodmagazine.com/  (C) and back (D) to the bottom (A), then add 
clampstretcher the top. With those parts together, glue on the 
sides. 

Cut the side cleats (E) and center cleats (F) 
'to size. Glue and screw them inside the 

case where shown [Drawing 1]. 


Fashion the face frame 
From %" hard maple, cut the face frame 
stiles (G, H) and rails (1) to size. Mark the 
Try these pocket: locations of the stiles on the rails, then drill 
hole joinery tips. pocket holes in the ends of the rails and in the 
‘woodmagazine.com/ center stile [Exploded View]. Glue and screw the 


Pocketpointers face frame together. Set your blade height so the highest tooth just touches the groove [Phato Fl. After doing 


Glue the face frame (G-I) to the plywood 56, cut ¥e"Jong tenans on the drawer rails (N) [Photo Gl Check fr ft and square by dry- 
case, Finish-sand the face frame after the assembling the frames, 
glue has dried. 


Bicarcase 


%4" rabbet 
9p" deep — 


46 dado %s' deep, centered 
an 


50 WOOD magazine October 2016 


Tip! Finish the front 
panels (0) prior to gluing 
them in place, as 
seasonal humiolty 
change may expose more 
of the panel than you can 
finish after assembly. 
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Double down on drawers 

From ¥" maple plywood, cut the drawer 

sides (J) and bottoms (K) to size. Cut the 
drawer stretchers (L) to size from %" solid 
stock. Bandsaw or jigsaw the corner notches 
and curve [Drawing 2a], then sand these parts to 
220 grit. 

Glue and screw a drawer bottom (K) 

between two sides (J), then add the stretch- 
cers (L) [Drawing 2]. Repeat for the other drawer. 

Cut the drawer stiles (M), rails (N), and 

panels (0) to size. Machine the inside 
edges of the stiles and rails to fit the panels 
[Photo E]. 

Cut tenons on the ends of the drawer rails 

‘(N) [Drawing 2b, Photos F and 6]. Glue the 
drawer front assemblies (M-O) together. 


EjJprawer sive petait 


Yo" grooves ¥6" deep, 
centered 


Start with the case sides. Separate the two mating parts of each drawer slide and screw the halves with the ball bearings to the side (E) and center (F cleats, elevating them with ¥/4"thick 
‘shims and mounting them flush with the front of the case. Screw the remaining halves ofthe drawer slides tothe drawer sides, flush to the front but also elevated with "thick shims. 


Finish first, then mount 
the drawers 
{Ee any unsanded areas of the 
carcase and drawers to 220 grit, being care- 
ful not to sand through the plywood veneer. 
Applya finish. We used pre-catalyzed lacquer, 
which looks great on bare maple. 
With the finish dry, mount the drawer 
slides [Photos H and I] Slide the drawers into 
place, then check their operation and align- 
ment. Make adjustments as necessary. 
Screw the drawer front assemblies (M-O) 
to the drawer boxes (J-L). Mount the 
drawer pulls. Now, the fun part: Convince 
your neighbor to come over and help you lift 
the washer and dryer onto the stand. 


Eran tenon 


> Hide sanded-through 
spots. 
woodmagazine.com/ 
sandedthrough 


Produced by Nate Granzow wit 
Joshua Steele 

Project design: Kevin Boyle 
Iustrations: Roxanne LeMoine, 
‘Lora Johnson 


Cutting Diagram 


0 


ax 48 x 96" Maple plywood 


ax 7%x 96" Maple 


1%4x 5% x 48" Poplar “Plane or resaw to the thickness listed in the Materials List. 


} Materials List 
o e | ANSHED SIE 
| woe 
| ‘A case top/-bottom 27K! 59%" Ply 
54 x48 x 96" Maple plywood B casesides wt 2TK" 18" Py 
F = case divider 2" 164" Py 
D_ case back ar 16%" SO" Py 
° E side cleats ih Qu 2" 
——— << F center cleats % le DP 
G face-rame outersties "2° 18" M 
° Hi facesrame centerstie 3 ™ 
A faceta Ec ™ 
Yex 24x48" Maple plywood i OM 19K 12 Ply 4 
—— — — K Wiehe 24K py 2 
ie: ° oO L 1K 26" OM 6 
i = = oo — we OK IBY OM 4 
x 7%%96" Maple a ear ae 
1 (0. drawer panels 1 aT Py 2 


Materials key: Piy-mape plywood, P-popar, M-maple 
‘Supplies: #81" fathead sews, #891" fathead screws, 
#814 fn tread pocket screws. 

Blades: Dado et. 

Sources: 100-t, rnc oetrael 20" traverses, no. 45953, $15 
pair (2 pa); Amerock Alison Value Hardware atin ike! pull, a 
1007960, $4 (2), Roller Woodworking and Hadare, 800-279-441, 
roskercom 
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Woodpeckers” Inc. 


MIGHTY MINI-SCRAPER 


Carbide Blade Features Four Sharp, 
Long-Lasting Edges 


Mini-Scraper - You'll Wonder 
How You Ever Got Along 
Without It. I's a perfect example 
of applying existing cutting-edge 
technology to an entirely new purpose. 
Fasten a carbide insert to a comfortable handle 
and “Voila’, you have Woodpeckers latest tool, a 
super-handy mini-sized wood scraper. This tool excels 
at glue removal and is an effective wood scraper that gets into 
tight places regular scrapers can't reach. 

Our Solid Carbide Blade Starts Sharp, Stays Sharp. 
Woodworkers know carbide tooling holds a sharp edge for 
along time. Some years ago, carbide insert tooling was 

first used on spiral cutter heads for jointers and planers. 
This tooling offered four sharp edges on each insert. The 
Mini-Scraper delivers the same reusable convenience. 

Our standard insert's edges are ground with a slight camber 
to help prevent marring your wood surface. We also offer 
an optional, perfectly square insert for getting into square 


Scrapes Wet Or Dry Glue, Works Great In Tight Corners, Won't 
Rust. The Mini-Scraper’s rugged carbide blade will pop the toughest 
dried glue right off your work. When you find dreaded dried glue in 
a tight corner, the Mini-Scraper removes it with ease. 
You can scrape dry wood using a pushing motion at a low 
angle for an aggressive, bulldozer-like cut. To produce 
a finish quality cut, use a pulling motion with the 
handle held at a high angle. 
You can easily clean wet glue on your 
scraper with a wet rag and the 
tool won't rust. That's because 
carbide steels are free of iron 
and the handle is a super-tough, 
polycarbonate plastic. 
Woodpeckers new Mini- 
Scraper is the latest addition 
to our regular product line. Like all 
Woodpeckers tools, the Mini-Scraper is 
made in the U.S.A. 


corners. 


Carbide blade easily removes dried glue Justloosen the screw and otala-—Get finish quality cut using apuling motion Our standard blade (lef) has cambered edges 
from your work. the blade and you have a sharp, with the Mini-Scraper at a high angle. to prevent gouging the work. An optional square 


fresh edge. blade (right) gets into square corners. 


‘See our full line of American made precision 


® i" 
Woodpeckers’ Inc. .wzc"""GS. 


ill never bea project in your shop 
T* doesn’t require sanding prior to 

applying a finish. But without an 
understanding of the process, or with poor 


Start rough, fi 


The rough surface on a board’s face caused 
by mill marks [Photo A], scratches, or an 
uneven grain can be flattened by a plane, 
scraper, or sandpaper. But the plane and 
‘aper require regular sharpening to pro- 
duce a consistent surface smoothness. 
Fresh-out-of-the-box sandpape: 
uses standard grits that make it 
woodworker to follow an orderly pro. 
success. 


ish by prepping the wood carefully. 
_ 


Lee 


Planing is not enough. A board may show si 


By Jim Heavey 


planer used at the 
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‘Worn out 


‘Sandpaper doesn't last forever. The species of wood and the qual ofthe paper determine 
how long a sheet lasts. When a paper's grt no longer has a “catch” when you rub your finger 


Fresh 


along it the paper has lost its sharp cutting edge and will only bumish the surface. Replace it 


Choose the true grit 
Because sandpaper scratches a surface to 
smooth it [Photo B], it’s important to begin 
with the right grit based on the condition of 
the wood’s surface and whether a stain or a 
topcoat of finish will be applied. Sandpaper 
can commonly be found in 80, 100, 120, 150, 
180, and 220 grit. Grits below 80 are gener- 
ally used in paint removal, and those above 
220 are for sanding between coats of finish. 
The coarse grits of 80-100 make quick 
work of removing mill marks and deep 
scratches, but still leave behind visible marks. 
Sanding with 150-grit paper provides a 
good surface for staining since the very faint 
scratches create places for pigment in 
stains to lodge. 


>Leam the ins and outs of the grit 
grading system. 
woodmagazine.com/sandinggrits 


Shop-vacuum hose 


Hook up a vacuum to protect your lungs from inhaling fine dust and also to remove the 
minute pieces of loose grit from between the sander and the workpiece. Those pieces, if 
not collected, can create irregular scratches that stand out on your workpieve's surface. 


‘woodmagazine.com 


When applying a finish without staining, 
work up to 220-grit paper. The scratch pattern 
isnot visible to the naked eye, yet still provides 
the “grip” a top coat needs for good adhesion. 

I've found it more efficient to not skip any 
grits. As an example, if | plan to a stain a 
board with pronounced mill marks or sur- 
face imperfections, I begin with 80 grit and 
progress through 100, 120, and finally 150. 
Each successive grit gradually removes the 
previous grit's scratches. 


Turn on the power 

Random-orbit sanders make sanding a lot 
easier, and with the right technique, more 
consistent. To use one most effectively, 
slowly move the sander in the direction of 
the grain without pausing to remove specific 
spots, which can cause dips in the surface. 
Make sure you sand evenly [Photo Cc]. 
Repeated sweeps across the entire surface at 
a rate of 6-12" per second will evenly remove 


Sand by hand. Just as there are a number of sandpaper manufacturers, 
‘many types of hand sanders. Your choices can range from a simple shop-made pad to a 
commercially made one like ths. 


Wt 
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this sanding trick. Rong ight pencil mark ona board's surface indicates 
Uniform sanding. This method also shows when to switch to the next grt. 


surface flaws. Use a sander with dust collec- 
tion, preferably hooked to a vacuum [Photo D]. 

Random-orbit sanders operate most effi- 
ciently when only the weight of the sander 
bears on the workpiece. Applying excessive 
pressure not only slows the rotation of the 
pad (and thus, the sanding process) but can 
also cause swirl marks or elliptical thumb- 
nail-scratch patterns. 

Because these sanders can’t get into cor- 
ners and may leave swirls, hand-sand the 
final grit (Photo E], moving the abrasive in the 
direction of the grain. This process doesn’t 
take long because the power sander has done 
most of the hard work. But it gives the entire 
project a consistent sanded surface, leading 
toan even stain or finish.® 


>From aluminum oxide to silicon carbide, there 
are a number of distinct types of sandpaper. 


Leam more here: 
woodmagazine.com/abrasivetypes 


ere are also 
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Amp up accuracy 
and convenience 
at the router table 
with one of these 
super-helpful 
accessories. 
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>The first plate- 
mounted router lift was 
invented by JessEm's 
Darrin Smith and 
brought to the market 
in 1999, 


> Prefer to make your 
own router table? 
Check out our plans. 
woodmagazine.com/ 
routertable 


Bench Dog ProLift 40-150 
$350 


800-279-4441, rockler.com 


cut joinery and edge treatments, such 

as rail-and-stile frames, raised panels, 
and lock miters, that used to be done pri- 
marily with handheld routers or costly, 
hulking shapers. One big reason for the 
growing versatility of router tables: router 
lifts. With one of these devices, you install a 
router motor in the carriage, drop the lift 
into a table, and proceed to easily and pre- 
cisely raise and lower the router—while it 
stays in the table. 

Although many routers now have lift 
mechanisms built into their bases, those 
can't equal the precision, reliability, and ease 
of use of a good router lift. Matching a lift to 
a table and router requires some research 
before buying. So we'll first guide you 
through the process of properly pairing up 
those components. Then, you'll learn what 
happened when we tested seven leading lifts 
head-to-head. 


Step 1: Fit the lift to a table 


Because a router lift replaces your table's 
insert plate, you need to first match the 
dimensions of the lift’s plate to the opening 
in your table. (See the chart on page 61 for 
the dimensions of each test model's plate.) 

To level a lift with the table’s surface, you 
adjust setscrews in either the lift or table. 
Four lifts have built-in leveling screws: the 
JessEm Rout-R-Lift Il, JessEm Mast-R-Lift 
Il, Woodpeckers PRL-V2, and MLCS 
U-Turn 2. And the JessEm and Woodpeck- 
ers models also adjust slightly to fit the 
openings, shown above. All the lifts have 
countersunk holes in the corners of their 
plates to let you screw them to a table (via 
threaded inserts in the table's rabbeted 
recess); these tend to match only tables of the 
same brand as the lift. 


T oday’s router tables make it possible to 


an 
fa % / ie 


Snug fit. Te JessEm Mast R-Lift Il has snuggers that slide to tighten the plate's fit to the 


rabbeted recess in the table opening. 


Step 2: Get the right router 
Whether you get the lift or the router first, 
it’s critical that they're compatible, because 
not all router motors work in every lift. So 
we tested each lift with 12 popular routers to 
check not only their fit, but also how each 
performed. The good news: All the routers 
we tested have the power to handle any job, 
but the two 3-hp motors (Milwaukee 5625- 
20 and Porter-Cable 7518) better tackle 
deeper, aggressive cuts—fewer cutting 
passes for you—than the midsize motors. 
Only the JessEm Mast-R-Lift I] accom- 
modates all 12 routers, thanks to built-in 
adapters. (See the the chart on the next page 
to learn which routers fit which lifts.) The 
JessEm Rout-R-Lift IT works with all but 
two routers, but because it sells in five dif- 
ferent versions made to fit specific-size 
motors, you must get the model that 
matches your router. The Rockler Router 
Lift FX fits all six 3/4" router motors with- 
out requiring adapters, but no others. 


Excalibur 40-125, $370 
888-949-1161, general.ca 
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Router Lift 


866-272-7492, 
jessem.com 


JessEm Rout-R-Lift Il 
$180 


Make sure your lift matches your router 
ROUTER LIFT 


g a ” 

=| Jz13| |E|S 

esgagds 
ROUTER 2 g2]8)8) 8 2/2/38) 2) comes 
voscriermas [sto] a5 [ye ve) vv (ve | ¥ | Howell carhtlags fe raise wie spd aie we se 
cater zr |sio] as [ve [y+] v | v [ye] | v | ionising soe eh  wiip 
atsman 27680 {$2001 a5 |y*ly*| v ly ly#) y | y | Bssctto ange te spol ack one bt changes abo te bleh wiable ped da 


ruber: ae ficult to rad when moured in the If. 


Dewalt we18 | $150] 35 |¥* Y* YY |¥* Y¥ | Y | itsdticutts engage the spine lock fr one-wench bt changes abe te table. 
Hitachi maave | $125] 328] N|Y*) YY NNN | twowenches make fr easy it changes 


Makita RF1101. | $180] 322 |Y*|¥* YY -¥* N-| IN | taowenches make fr easy it changes, 


Wivauke 561620 | 180] 332] NN YY NNN | Hoth asta Te eser-noutts te mite ne en 


n ‘ho wenchesnake for eb) it changes. The leadsten—rourte tothe motor ter than the base-can 
Miwaukee 8625-20 ) $310) 4.14) N)Y*) IN | Y | YN | Y | st imoaraentton nit one at cone with cae. 


Porercavlecaoun | siz0] a5 |y*\v* vy |v [yey | y | Mame mele hanes Spiny 9g sed nie bone weed 


Porter-Cable a2 | $180] 35 |¥*|¥* YY Y* Y¥ | ¥ | tscicutio engage te spindle ck foronewrench bt changes above the tbl 


Tho wenches make for es it chang Te speed-sacon side ch iit odo te bao 
PorterCable 7518] $350) 42 | ¥ | ¥ | N | ¥ | ¥ IN | Y | tte imered mtr toes at come witha ele ou con bythe otra ale fr $300 


Ridgid 2200 | $160} 3.62]. N| NYY NNN | Thepoversitch and variable sped attr ae sid-y side fr crenetacessin it 
‘t= Five versions made to fit itferent motors; 
Y Fits asis orwith included adapter Oe 
|Y* Requires optional adapter += Comes with one set of adapters; 
IN Does nt ft specify outer motor when purchasing. 


> Read router reviews at father than reaching for the motor's power switch each 
reviewatool.com/routers. time, add an auxiliary power switch to the router table, Plug 
the router into this switch, leave the motor switch on, and 
‘you've always got contro atthe table, 


MLCS U-Turn 2 
$300 

JessEm Mast-R-Lift Il 800-533-9298, 

$350 mlcswoodworking.com, 


866-272-7492, jessem.com —$—$__ a 


Magazine 


Rit Lit 


WOOD magazine October 2016 


‘Accustom fit. Adapters, such as these shown on the 
Woodpeckers lift, are sized to fit specific diameter motors, 


The Woodpeckers lift comes with a set of 
adapters, shown above, but you must specify 
the diameter of your router motor when 
purchasing to get the correct adapters. The 
remaining lifts fit one or two routers out of 
the box, but you can buy optional adapters 
for other routers, shown above center. 

Some router motors have features that limit 
their orientation in a lift, such as that shown 
above right. Why does that matter? With 
most routers, the power switch and variable- 
speed control are on opposite sides of the 
router, so you must orient the motor so that 
you have the best access to these controls, 

And if you elect to remove your router 
motor from the lift for handheld use in its 
base, Rockler’s quick-release mount makes 
doing that easiest, as shown right. The other 
lifts require loosening one or more screws to 
remove the router. 

‘The lift openings make bit changes diffi- 
cult with router motors that use one wrench 
and a slide-style collet lock, shown far right. 
For simpler bit changes, we prefer routers 
that use two wrenches. 


Rockler Router Lift FX 


$200 


800-279-4441, rockler.com 


adscrew 


choices. 
Mitwaukee's two 
router motors have 
leadscrews attached, and 
they often determine the 
Put a ring on it. Some its, such as this Exoalbur, ose ‘mounting position for matching lifts. This MLCS lift has a 
reducingrring adapters to fit different routers. predrilled hole specifically for this 3-hp motor. 


Atight squeeze. This router's collet lock becomes dificult 
to reach with a finger within the lit opening, We had to use a 
sorevdriver to engage the slide-style lock on some models. 

Quick release. Rockler's Router Lift FX uses a simple cam. 

lock to secure a router motor, providing a quick way to free 

‘up the router for handheld use. 


Woodpeckers PRL-V2 
$370 
800-752-0725, woodpeck.com 
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Step 3: Choose a good lift 
After narrowing the field to the lifts com- 
patible with your table and router, the best 
lift depends largely on two criteria: 

> Ease of changing bits above the table. 
Allthe lifts raise the routers enough to allow 
easy access to the spindle and collet nut for 
changing bits without reaching beneath the 
table. Hands down, bit changes are quickest 
on the Woodpeckers lift. It uses a spring- 
loaded wrench to bypass the lift’s leadscrew, 
shown right. With all but this and the MLCS 
lifts, you insert a speed wrench through the 
insert plate and crank the leadscrew. The 
MLCS model instead uses a crank that 
extends out the side; bevel gears engage 
(rather clumsily, we found) the leadscrew, 
which raises the carriage well enough. 

All the lifts have bit openings wide 

enough to accommodate a 345" panel-raiser 
bit, and each comes with at least one 
reducer ring (shown below) to close up the 
opening around smaller diameter bits, 
adding workpiece support. But you must 
remove these rings to change bits, typically 
with an included wrench. The Bench Dog 
ProLift 40-150 and Rockler lifts require a 
bit more work. 
> Precision of setting bit height. 
All the lifts provide at least 3" of vertical travel, 
and that’s sufficient, But more important, the 
leadscrew determines how quickly and pre- 
cisely you can move a bit up and down. 

The tested lifts have four different thread 
counts on their leadscrews. Our favorites 
use a 16-threads-per-inch (tpi) leadscrew 
because it’s the best compromise between 


\\ 


Up and down in a hurry. With the Woodpeckers lft, you compress, twist, and lift with the 


wrench to disengage the lft system for large adjustments. You t 
with the thumbwheel 


speed and finesse. (A 16-tpi leadscrew raises 
or lowers the bit 4c" per rotation.) Models 
with this size leadscrew are both JessEms, 
MLCS, and Rockler. The Excalibur 40-125's 
12-tpi leadscrew works well, too. Wood- 
peckers’ 32-tpi leadscrew and thumbwheel 
work great for fine-tuning bit height, but get 
tedious if you have to raise or lower the bit 


Easy on and off. Insert the spanner wrench’s prongs into this insert ring and rotate for 
quick removal 


Alittle more tedious. To remove this insert (shown on the Rocker If, but also on the 
Bench Dog) you must first back out three tiny screws, 
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> Backlash: a brief 
lack of lift-carriage 
movement when 
reversing height- 
adjuster rotation. 


> Read more reviews 
of router lifts, routers, 
router tables, and 
accessories. 
reviewatool.com 


more than ¥4" or so. Conversely, Bench Dog’s 
8-tpi leadscrew is too coarse for making 
fine adjustments easily. The Bench Dog, 
both JessEms, and the Woodpeckers lifts 
have locks to prevent carriage movement 
once you've dialed in a setting. 

Backlash can frustrate you as you try to 
dial in a bit’s height, especially when all you 
need is a few thousandths of an inch. All lifts 
except the Excalibur and Woodpeckers have 
adjusters to minimize backlash. We mea- 
sured .003" or less backlash—an acceptable 
amount—on all but the Bench Dog, which 
had twice that amount. The Bench Dog also 
uses a common socket-and-nut interface, 
and the sloppy fit between the socket and 
nut adds to the adjustment issues. 

On each lift, a height-adjustment dial 
helps you track changes. They can all be 
zeroed out, but not all are easy to read or 
adjust. We prefer the JessEm dials for their 
smoothness of adjustment and easy-to-read 
markings. 


Raise a toast to these 
uplifting lifters 


‘The JessEm Mast-R-Lift II stands out 
from this field and earns our Top Tool 
award. It works with any router motor, 
demonstrated the least amount of 
backlash (,001"), has the smoothest 
adjustments, comes with a sturdy alu- 
minum plate, and fits easily in most 
router tables. 

And its sibling, the JessEm Rout-R- 
Lift II, grabs our Top Value award. 
Sporting a dead-flat phenolic plate, this 
lift’s $180 price tag is lowest in the test, 
but it’s also our second-favorite lift 


overall. 


Produced by Bob Hunter with Tom Brumback 


> Incra Tools sells two 
router lifts identical 

to the JessEm 
Mast-R-Lift Il and the 
Woodpeckers PRLV2, 
with the only difference 
being magnetically 
attached steel insert 
rings rather than plastic 
twist-ons. They work 
well 
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special tool, or some insights on a new technique. Makerspaces—community workshops 

filled with tools and experts—offer affordable ways to begin or continue woodworking; 
refine skills or learn a new one, such as glassblowing or metalworking; and collaborate with 
other woodworkers. 


D on't have space or money for a shop of your own? Or maybe you need one-time use of a 


62 WOOD magazine October 2016 


What a makerspace offers 
Makerspaces include businesses, co-ops, 
and nonprofits. So what, specifically, do 
these shops offer? 


> Training and support 
Besides advice and assistance provided by 
technicians and staffers, some makerspaces 
offer one-on-one training. Sam Watts, 
cofounder of the American Workshop, a 
woodworking-specific shop in Burnsville, 
Minnesota, says, “We have experts on staff 
>*Our goal is for who can help anyone with any project. 
everyone to complete Sometimes customers need just a little guid- 
their projects with ance and sometimes they need us for the 

or without our help. whole project.” 
Because once you Many makerspaces offer classes that pro- 
complete a project, vide opportunities to meet other woodwork- 
you gain confidence. ers and develop new skills. John Blunt of 
And when you IsGood Woodworks Collective in Seattle, 
become confident in Washington, says, “My beginning classes 
your skills, you can serve to break the ice for people who might 
truly enjoy working like to build something but are unsure of their 
with your hands.” abilities. The classes become an opening to 
Sam Watts, everything else that we do here,” [Photo A]. 

American Workshop - : 
> Machines you don’t have $ 4 re 3 


ack ‘i 7 er, oF CP als, ees OL 
Some machines, such as 3D Lies CNC Ip can go a long way. One of John Blunt's students built this beautiful credenza. 
routers, laser engravers/cutters, and large Before joining IsGood Woodworks, this student's prior woodworking experience was limited 
drum sanders, cost more to purchase than _ toa single class he'd taken in high school, 


many recreational users can justify. Fortu- 

nately, a makerspace may have these available community shop may be able to help, but be 
[Photo B]. Perhaps your bandsaw doesn't have _ aware that the more popular a machine, the 
the capacity to resaw an 18"-wide board. A _ longer the wait time can be to use it. 


Try a machine before you buy. Ifyou're entertaining the thought of purchasing a new machine—such as this edge-belt sander—a makerspace offers the opportunity to familiarize yourself 
with features and operations before you go shopping. 
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‘need help. John Blunt once 
called upon the expertise of his 
students fora project. “Iwas 


DP Access to other iplines 

Some makerspaces offer instruction on 
using other materials, such as glass, metal, 
or leather, and crafts as diverse as photogra- 
phy and sewing, John says, “One of my cli- 
ents teaches a gourd banjo class, and will be 
teaching the timber-frame section of a tiny- 
house build” [Photo c}. 


DA sense of community 
Woodworkers tend to work alone in their 
shops, but makerspaces foster a sense of 


inspired by a lucky find of hollow 


logs to build a series of tables. 
‘brought six of my former and cur 
students together to each contr 


fl 
rent 
bute 


thelr own specialty tothe project: log 
miling, glass shaping, metalworking, 


‘woodworking, and finishing” 
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community by making the shop a shared 
space, New woodworkers learn from those 
with more experience, and the veterans gain 
the satisfaction of passing on their hard- 
earned knowledge. “Community-building 
is the key to everything we do,” John says. 
“Despite our large number of customers, I 
make a point of getting to know something 
about what they do and what interests them, 
and I am not shy about letting them know 
that we are building together” [Photo D]. 


— 
‘Try something other than woodworking, Many makerspaces offer unique disciplines. Here, several of Jonn Blunt's students build a tiny house on a trailer, learning to work with fiberglass 
‘and mastering bent lamination forthe roof 


Tip! Ifyou join a 
makerspace that doesn't 
have a tool or class you 
need, speak up. “We've 
implemented changes in 
‘our shop based on 
customer suggestions,” 
Sam Watts says. 
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It always takes longer than you think. Sam Watts says, “One thing that surprises a lot of our customers is just how long it takes to build something. A lot of people are new to 


‘woodworking, and their only exposure to the craft are shows on cable TV,” where projects seem to be accomplished in 30 or 60 minutes. 
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Shopping for a makerspace 
Think of a makerspace as a health club for 
those interested in building something other 
than muscles. Just like the services offered, 
pricing varies wildly. Many community shops 
offer hourly and daily rates to those just need- 
ing to use a tool, make a few cuts, or build a 
small project. For those requiring more shop 
time, most makerspaces offer monthly and 
annual memberships. “There is a fairly bal- 
anced mix of people doing one-off projects 
and those pursuing an ongoing learning 
experience,” John says. “We offer short-term 
rentals [pay by use] and subscriptions for a 
given number of hours a month. Mostly, cus- 
tomers choose short term for projects, and 
subscriptions for ongoing learning” 

Expect to pay anywhere from $50 to $400 
per month for a standard membership giv- 
ing you access to the shop. Or, ifthe maker- 
space charges hourly rates, expect to pay 


How do | find one? 


anywhere from $10 to $30 an hour. One-on- 
one instructor time and classes may require 
additional fees, 

Some shops limit your access to a fixed 
number of hours per week or month, while 
others stay open 24/7 and allow you to work 
as longas you like. Expect also to have to pay 
for an initial safety certification, an initia- 
tion fee, locker or storage rental fees, and 
possibly a fee for use of a workbench. Need 
supplies such as fasteners or lumber? The 
shop may have them on hand, but expect to 
pay for those, too. 

Sam suggests that _ less-experienced 
woodworkers plan on spending longer on a 
project than they might initially anticipate 
[Photo £]. Even experienced woodworkers 
should budget a few extra hours for their 
projects. Seldom does a project go exactly as 
planned, or finish ahead of schedule. 


The makerspace movement has spread throughout the country, but you'll find most 
makerspaces in larger metros where the population can support them. Retirement com- 
munities, too, frequently offer community workshops for residents. To find a shop in 
your area, conduct a web search for terms such as “makerspace,” “community work- 
shop,” “tool co-op,” and “tool-lending library.” After finding a makerspace, ask for a 
tour of the facility. Then, carefully assess resources and ask questions regarding rates 
and rules before signing on the dotted line. 
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Sharpen moe cient by using wheels best suited forgfour tools 
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doesn’t meet your needs, it’s important to get the right one to minimize sharpen- 


Wee you're replacing a worn-out grinder wheel or simply upgrading one that 


ing time and maximize the life of your tools and grinder wheels. Manufacturers 
make grinder wheels from different abrasives to work best with specific types of metals. 


P Silicon carbide. ‘this low-cost wheel works best with non- 
ferrous metals, such as aluminum, brass, or copper, and carbide. It's 
typically dark gray to bronze in color. Although they used to come 
standard on most bench grinders, they're becoming less common as 
more manufacturers switch to aluminum oxide wheels. 


> Ceramic/aluminum oxide. Most often pale blue, this abra- 
sive has a fast cutting action with the least amount of tool burn. It’s 
more durable than the white blends (and about 25 percent higher in 
price), and it's ideal for hard steel alloys, such as high-speed steel (HSS). 
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Types of abrasive wheels 


DP Aluminum oxide. Priced at 20-30 percent more than silicon- 
carbide, these general-purpose wheels come in two grades. The lower- 
cost version, usually gray or brown, works best with carbon-steel tools 
(the most common steel, usually associated with low-cost tools). The 
white version typically sells at a slightly higher price, but cuts faster 
while heating the tool less. It breaks down quicker than “regular” 
aluminum oxide to continually expose a fresh cutting surface, which 
means replacing it more frequently. This premium blend also works 
with carbon steel, but it’s best with harder steel alloys. 


> Cubic boron nitride. This abrasive is bonded to asteel wheel. 
Use it only for hard steel alloys and carbide tools; carbon steel will 
damage the abrasive. Sold in multiple grits, it costs 4-5 times that of 
aluminum-oxide wheels. 


When to change wheels 

Replace a wheel on your grinder if any of the 
following apply: 

+ the gap between the wheel and tool rest 
(below) cannot be closed to 44" or less; 

« the gap between the wheel and spark arres- 
tors cannot be closed to 4’; 

+ the wheel shows any indications of damage 


(bottom). 


Spark 
arrestor 


Tool rest 


The tool rest needs to be close to the grinder wheel to 
prevent tools from getting caught between them. A spark 
arrestor limits sparks that follow the wheels airstream 
from pouring down on your hands. 


‘Check a grinder wheel's integrity by tapping on its side 
with the handle of a screwdriver in 4 or & places. A belL.ike 
“ping” indicates all is well, a dull thunk means a problem 
and the wheel should be replaced. 
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How to get the right grit 


A grinder with two abrasive wheels (versus one 
with @ single abrasive wheel and a wire wheel) 
allows you to use a coarse wheel for shaping 
and a finer one for honing, 


a 


Stock removall 
shaping 


Sharpening! 
honing 


36 46 60 80 100 150 


2 quick tips for better grinder wheel performance 


Sf Bushings 


Because grinders have different diameter arbors, most wheels come with bushings to ensure a perfect fit. Tighten the arbor 
nut only to *snug"—overtightening can fracture the wheel. 


‘Sharpening and grinding clogs abrasive wheels with metal flings and siows their cutting action, So refresh your wheels 
regulaly for about 10-20 seconds, with a dressing tool, such as the diamond or star-wheel dressers shown, (Watch a video 
showing how to use a dressing tool at woodmagazine.com/dressingtool,) 
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Bain ENGRAVE IT. CUT IT. MARK IT 


taser he finishing touches start here. 


To request a brochure, DVD, and samples, conti 


fact us at: 
www.epiloglaser.com/bhg * sales@epiloglaser.com * 888-437-4564 MADEINUSA 


MEASURE MOISTURE 
IN THE WOOD 
NOT ON THE WOOD 


MOISTURE METERS 
DESIGNED FOR WOODWORKING PROFESSIONALS 


www.wagnermeters.com 800.795.9916 


WAGNER 


the workpiece 
here. 


hether you'te ripping a board for the first time, or have 
been making that cut for years, it pays to review the 


fundamentals. 


Get ready to rip 
@ Set up outfeed support if needed to prevent the workpiece 
and offcut from falling to the floor. 
@ Position the rip fence for the desired workpiece width and 
lock the fence securely. 
© Position a pushblock or pushstick on or to the right of the 
fence, within easy reach. 
Q Stand to the left of an imaginary line drawn through the 
blade, with your left foot forward. 
© Place the workpiece flat on the table with the edge 
pressed against the fence and the leading end at least 3" 
from the blade. 
@ Tum on the saw, and push the workpiece forward while 
simultaneously pressing it against the fence. Watch the 
areas in front of the blade and along the rip fence to make 
sure fingers stay well away from the blade and that the 
workpiece remains in full contact with the fence. 


continued on page 


Is your woodwork missing the benefits of a 


computer controlled “CNC” Router ? 


A computer controlled “CNC” Router lets you cut simple or 
complex 2D and 3D shapes, safely and with repeatable 
accuracy. In addition it can be used to make high quality 
joints or jigs and easily create sophisticated textures, 
precise lettering and decorative dimensional carvings. 


Vectric develop software that's used by 1000's of people 
to design and machine parts using a CNC Router, With 
our Free Trial you can see for yourself what the software 
is capable of producing and experience the ease-of-use 
first-hand. The trial software lets you work at your own 
pace with detailed training videos to provide the 
confidence that a CNC Router and Vectric software will 
idd value to your shop and transform what you make! 


Download FREE Trial Software today. 


FREE Projects & FREE online tutorial videos www.vectric.com 


Own the #1 Brand 
in Home Backup Power. 


7 out of 10 buyers choose Generac Home 
Backup Generators to automatically provide 
electricity to their homes during power outages. 
GENERAC Home Backup Generators start at 
just $1,899" 


CALL for FREE Generator Guide, 
DVD, and Limited Time— “Fina does sot 


include installation, 


ree 800-750-7734 
GENERAC @ FreeGeneratorGuide.com 
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Finishing touches 

@ When the trailing end of the board reaches the near edge of the saw 
table, push with your left hand while reaching for the pushstick with your 
right. Center the pushstick between the blade and fence and use the push- 
stick to move the workpiece forward until the board clears the blade. Turn 
off the saw, allow the blade to stop, then retrieve the workpiece and cutoff. 
Never lean over a spinning blade. 
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THE CNC SHARK HD3' 


August 24-27, 2016 
‘Georgia World Congress Center 
nice 


See us at Booth 4461 


www.nextwaveautomation.com 


HEAVY DUTY PERFORMANCE — 
SMALL SHOP FOOTPRINT 


The CNC Shark HD3” features: 

+ Heavy duty, commercial grade construction 

+ Use a 2-1/4HP router or our new water-cooled spindle 

+ Perfect for heavy cutting, carving and machining on wood, 
soft metals or plastics 

+ Software is included so you can be up and running in no time 

+ Also available with an extended, 50" base 


=" [=== Optional 50°Extended Bed 


Next Wave 
TUTOMAWS 


STEVE WALL LUMBER CO. (OLIVER NACHIERY DEALER 
CustyHardwoads nd Pywoed Fr The Ty 
‘CUSTOM RAISED PANEL DOORS: 


Sona 


5°29 [SOM PLAN OND ODRNG 
Simm | THIN CRAFTOOD 


Begg STEVE H. WALL 
Hg © LUMBER CO. 


S01 


OVERHEAD DOOR PERFORMANCE 
Best Sealing System Ever Made! 


Lower your costly utility bil 
by installing 

The Green Hinge System™) 

which is the quick, easy and 

affordable fix to seal garage 
door gaps. 


“Trim Router”3 Piece Set 


NEW! Accessory Plunge Base features an 
adjustable plunge depth with 3-step turret. 
= The Rocky 30 Standard Base accepts 
» Porter-Cable type template guides, 

* Variable speed, 10k = 30k rpm, 
1-HP motor « With dust port, 
flush trim, edge guide « 1/4"collet 


+ Easy to Install 
+ Fits Most Overhead Doors 
* Quieter Door Operation 
* Eliminates Door Rattle 

* Stops Nature’s Elements. 


“Horizontal” 
Patented Technology! 
einer Router Table 
Tight & Sealed! 


Spring Loaded 
to Close Gaps 


flat on this 

benchtop 

table! Make 

mortise and 

tenons, raised 

panel doors with vertical 
raised panel bits, and frames. 


See Our Website for Information 
and Instructional Videos. 


GreenHingeSystem.co: 
920-834-3848 


liably Low Prices 
3 alle Website 
V Huge Selection ATS FSS 
Y Fast Shipping ROCKAUTO.COM 


< rockauto.com ae 
Wubi ockou ALD THE PARTS YOUR CAR WILE EVER NEED 


Moisture Meters from Lignomat 
SS The Woodworker's Choice: 


meter. a 
og Ne beat ity, price and 
lobody can beat our — “ie 


ok} 
IN proven measuring 


Mini-Lignos are acurate, reliable and 
versatile: Used when drying lumber, 

buying lumber, selecting lumber for 

a project, installing floors ... 


The best tools and excellence in 
craftsmanship cannot guarantee 
lasting beauty in woodwork, if the 
wood for the project was too wet. 


The solution is simple: Use a moisture 
meter and check the wood moisture 
before you start. 


Best Lignomat Price 


www. mini-Ligno.com 
Buy a pin or pinless meter from Lignomat: For a Recommendation call: 
vBetter Quality vBetter Accuracy 800-227-2105 


vBetter Warranty vBetter Customer Service www.Lignomat.com 
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TOOLS & MATERIALS 


SHOP-TESTED 


Accidental blade contact with this finger-saver saw leaves you with a barely detectable nick. 


REAXX 10° portable tablesaw with stand, no, GTS1041A-09, $1,499 (without stand, no, GTS1041A, $1,299) 


Anytime a new tool delivers a 
safer way of working without 
losing functionality, I'm all for 
it, And this new tablesaw from 
Bosch does exactly that. The REAXX 
saw has flesh-detecting technology that, 
when activated by a body part contacting the 
blade, immediately drops the blade beneath 
the table and kills the power, letting the 
saw coast to a stop. It happens so quickly 
you won't see it occur. And after an ac- 
tivation, you simply flip the two-shot 
cartridge ($99, shown below) or replace 

it with a new one. Then lift the arbor 
assembly back into place to resume cut- 
ting—no need to replace the blade. 

T activated this safety feature multiple times 
in testing (using a stunt hot dog in place of my fin- 
ger), and it worked every time, even with a dado stack. 
Resetting the saw takes just a minute or two. After 
doing this, I recommend checking the blade’s alignment 
to the miter 
slots—some 
activations 
knocked the 


A 
arbor assembly 
out of alignment by > 
\ —— 
o 


.007"-.010".. Thank- 

fully, realigning the blade 

is a cinch thanks to the the 
four trunnion bolts recessed in 
the top. The rip fence also proved easy 

to align with a pair of top-mounted 
adjustment bolts. 

The 110-volt universal motor provides 
plenty of power. I ripped 2"-thick oak and hard 
maple without bogging it down, When hooked to a 
vacuum, dust collection proved sufficient. And the 
the stand-mounted model only) is a welcome feature. 

—Tested by Bab Hunter, Tools Editor 


Bosch, 877-267-2499, boschtools.com 
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saint in the comfort of your o own shop 


V ith artce collections’ for every woodworking skill level! 


Complete Guide to 
eatting Started 
in Woodworki: a 


Finishing 


re 
sic BACK-TO-SCHOOL 


Mastering Your 
Tablesa' 


UMS ped ne Lgnaed ao 


Nae, nee i , PRICING: 


nw I tia, 2% each of 
(ie att bs Sa pe ee 


des, and Video Clips: WOOD Pians. Articles. Video 
Masters programs 


888-636-4478 or woodmagazine.com/backtoschool 
Enter code 2TOPDVDS at checkout. 


*Mac- and PCcompatible content 


M. E 


SHOP-TESTED 


‘SawStop, 866-729-7867, sawstap.com 


‘Yes, $1,000 is a daunting investment for a crosscutting attach- 
ment; we get that. But this sliding crosscut table does things that 
no miter gauge or sled can do. 

‘After we replaced our saw’s left wing with this slider (you also 
have to remove or shorten the rip-fence rails), it glided forward 
and back so smoothly on silky bearings, it seemed to be floating 
onair. And its crosscut capacity of 48" easily makes accurate cuts 
in sheet goods. The fence extends up to 58" left of the blade, but 
you'll need workpiece support—especially with wide stock— 
when you get beyond about 40" in length. An accurate scale and 
two flip-stops let you cut stock to identical lengths over and over 
again. And, the fence rotates 60° right and left for angled cuts. 

This accessory works best when you dedicate the saw to cross- 
cutting. You must remove the fence and head to allow for ripcuts 
with offcuts wider than 8", and you have to recalibrate it each 
time you replace it. It’s not difficult, but it is 
annoying. (For rip offcuts 8" or less in width, 
simply rotate the fence 90° so it’s parallel to 
the miter slots and out of the way.) 

—Tested by Kevin Boyle and John Olson, 
Design Editors 
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Can Your Old Dust Collector 
Work Better Than A New One? 


pl @hs 


We Design & Fabricale Custom Files 
Bags That REALLY WORK! 


Digital Fraction Caliper 
* Resolution — 1/64" 0.0005" 0.01 mm 
+ Fractions, decimal inches or 
millimeters 


* Custom Designs “ _ A 
© Cleaner Air | 2-in-1 Digital ay 
| Angle Gauge 

* Economical “cyclones, * Accuracy: +0.2° 


‘Stand-Alones, | + Magnetically attaches to 
Baghouses & more blades, tables and more 


44, CALCULATED 
377 INDUSTRIES" 


American Fabric Filter Co. For a dealer near you call 
(800) 367-3591 americanfabricfilter.com 1-800-854-8075 or go to www.calculated.com 


© Longer Life 


1PS4 


Doweling jig, no. 08350K, $200 


JessEm, 866-272-7492, jessem.com 


JessEm’'s Doweling Jig solves one of the age- 
old problems with dowel joints (and doweling 
jigs): hole misalignment in mating work- 
pieces. Here's how it works. First, lay out and 
drill dowel holes in one of the workpieces. 
‘The jig’s fence registers along the body by way 
ofself-indexing notches in !4" increments; for 
centered holes, you set it based on half the 
workpiece thickness. The drill guides are 
spaced in equal increments (clearly etched 
into the guide holder, with different holders 
for each size hole) so you can drill those you 
‘want without moving the jig. 

With one workpiece drilled, you insert a 
dowel into one hole, and then clamp the 
mating workpieces together so you can drill 
the mating one, Fit the jig’s slotted guide 
around the dowel (right) and clamp it to 
both pieces. Drill a hole using the guide 
directly in line with the dowel (far right), 
and then any others that align with those 
already drilled. Done! 


Woodmagazine.com 


TOOLS & MATERIALS 


SHOP-TESTED 


On my first attempt, I drilled a dozen 
randomly spaced holes along the edges of 
two boards, and the two fit together per- 
fectly. I still can’t believe it’s this easy. 

The Master Kit comes with drill guides, 
bits, and stop collars for making 4", 6", and 
4" dowel holes, as well as an indexing pin for 


each size that lets you step-and-repeat by 

registering off a drilled hole. Don't need the 

whole kit? Buy the % jig for $130. Ifyou later 
need the other sizes, get them for $40 each. 

—Tested by Craig Ruegseager, 

Deputy Editor 

continued on page 82 


Grind Away/ANY. 


The uses carbide-tipped 
cutting teeth (taking 360 “bites” per second) to 
reduce any stump to a pile of woodchips. 

Grinds stumps below ground level 
so they are gone forever! 


+ Quickly eliminate any stump 
without digging, burning, 
cor chemicals. 

+ New, more powerful and 
lower-priced models 

+ Now towable with 
your riding mower 
or ATV. 
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NEW and IMPROVED 


DR® Field and Brush Mowers 


Faster...Easier... /. 
Lower-Priced! (== 


Mow fields, brush, 
even saplings 
with never- 
before ease! 


for faster mowing! 


for easier handling! 


reduced up to $500! 


92826X © 2016 


Turn Your Rough 
Driveway into a 
Smooth Ride! 


«= Tows behind your ATV or Riding Mower to 
remove ruts, potholes, and washboard 

«Grading depth adjusts easily from your 
towing vehicle. Models with wireless remote 
control available. 


ALSO GREAT FOR HORSE RINGS, 
BALL FIELDS, AND PARKING AREAS! 


Call for a FREE DVD and Catalog! 


Includes product specifications and factory-direct offers. 


kt 877-201-9888 |e 


aioe TRIAL Eee 


SOME LIMITATIONS APPLY. CALL OR GO ONLINE FOR DETAILS, 


FREE 


TOOLS & MATERIALS 


NEW AND NEXT 


New tools on the cutting edge 


Rikon 8" wet-wheel sharpener 

no. 82-100, $250 

Awater bath keeps the 220-grit aluminum-oxide 
wheel on this sharpener lubricated, letting you 
shape and sharpen tools without heat buildup. The 
115-rpm machine also has a leather-strop wheel for 
honing an edge, and comes with a straightedge 
tool-holding jig, bevel gauge, and honing compound 
for the leather strop. 

Rikon Power Tools 

‘877-884-5167, rikontools.com 


‘> Read reviews of woodworking tools and add your on. 


REVIEWATOOWCOM 


Lie-Nielsen honing guide 
no. 1-HG, $125 

Made of noncorrosive stainless steel and brass components, this honing guide's side-clamping 
jaws hold chisels, plane irons, and other edge tools as you roll it back and forth on your sharpening. 
stones. Its standard jaws hold most plane irons and bevel-edge chisels from ¥" to 4" wide. You 
can buy optional jaws ($35 per pair) for holding other edge tools. 

Lie-Nielsen Toolworks 
800-327-2520, lie-nielsen.com 


WorkSharp sharpening guide 


uided Sharpening System, no. WSGSS-BX, $60 
This benchtop system for sharpening knives, scissors, hedge 
trimmers, axes, and hatchets comes with coarse (320 gt) 
‘and fine (600) diamond-stone plates, as well as multiple 
‘ceramic honing rods. The angle guides help you establish 17° 
‘and 20° bevels, and the plate pivots as you stroke the knife or 
tool to keep contact along the full edge. You can also buy 
optional extra-coarse (220 grit) and extra-fine (800) diamond 
plates, a leather honing plate, and a 25° angle guide in a kit 
for $35. 

WorkSharp Tools 

‘800-597-6170, worksharptools.com 
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Plan #82 $18.50 
Cycle Rocker 
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“MMW woodcrafters 
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pee Cars measure 8 
16 Pg catalog of 


plans/parts $1 
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Plan #62 
Cradle $18.95 

Baby Cradle 
7 21°x31"x39"H 
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Pony Rocker 2 
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Armor Box 576 Monterey TN 38574 


TOOLS FOR MULTI-CUTTERS 


STAINLESS STEEL ARBOR protects your tools against corosion and ust and guarantee precise work and optimum power tansft 
BLUEING COATING protects your tools against corosion and rust and will ot dy cuting profile, 
REINFORCED TOOL MOUNT reduces vibrations, guarantee more contol and precise cuts 


dW, 


fits directly onto almost 
all different commercially available multitools 


ORANGE 
TOOLS 


CMT USA, IN, 
7608 Berle) Road Suite D tle: 886.268.2487 
Gener, Ne 27409 


and available 


phone: 396.54.0001 Free Far 00.268 9778 
inoemtusa com 


Fax, 3362540003 


All-New DR°®.CHIPPERS 
Larger Capacity, Lower Prices! 


tity 


up to 5.75” thick! 
models available. No more 
force-feeding! 
spin big flywheels 
(up to 62 Ibs.), generating massiave 
chipping forcel 


yard and garden 
waste as well as CHIP branches. 


» 
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LOWEST 
PRICES 
EVER! 


Starting 


at just 


3799°° 


Hydraulic, 


FREE 


SHIPPING 


1YEAR | 
TRIAL 


SOME LIMITATIONS APPLY. CALL OR GO ONLINE FOR DETAILS. 


EASY 


FINANCING 


«than any , 


Log Splitter! 


than 
‘nydraulic splitters! 


\ 


Call for a FREE DVD and Catalog! 


Includes product specifications and factory-direct offers. 


me 877-201-9888 


‘e 


DR® RAPIDFIRE™ FLYWHEEL LOG SPLITTER 


it's practically maintenance 
free. There are no hydraulic pumps, valves, 
pistons, hoses or fluids to leak or replace 
— EVER. 
its cast iron flywheel and 

hardened steel components show almost 
no wear after splitting hundreds of cords. 

itis the world's fastest spliter. 
Splits anything a hydraulic splitter will — 
but in one-sixth the time! 
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DOWELMAX 


PRECISION ENGINEERED JOINING SYSTEM 


Revolutionary New 
Router Table Lift 
Reduced set up time 
and improved access 
vs. crank handle lifts. 


World Famous Multiple 
Dowel Joint System 
Guaranteed stronger 
than mortise and tenon 
and others. 


' = 


Pee il 4 


For more information, 
or to order call 


1.877.986.9400 
or log on to 
dowelmax.com 


New 45 Degree 
Miter Accessory 


Only from Dowelmax! 


For Woodworkers Who Prefer to be Working Wood” 


Fast cutting, no maintenance, and 
THE LEADER 3 


always flat, DMT® Diamond Sharpeners 
IN DIAMOND SHARPENING™ 


offer the mast trouble-free way put an 
edge on your tools and get back to work 

www.dmtsharp.com 

tel: 508.481.5944 


stories. See our website for details. 


and of Acme United Corporation 


LOWEST PRICE EVER 


n DR®.Leaf and. Lawn Vacuums! 
iy 


NEW { 
/ Models! 


‘The NEW DR® Leaf Vacuum is designed from 
the top down to make yard cleanup easier, 
faster, and more thorough than ever before. 
‘And for a limited time we are offering them at 
incredible low introductory prices! 


{Vj Rated #1 in Vacuum Power 


[Vi Easy, 1-Hand Dumping 
[VM Stores Flat in Minutes rick n 
[Vi Converts to a Rugged Trailer lity trailer! 


FREE SHIPPING | Call for FREE DVD and Catalog! | (ops 
BEEN =:877-201-9888 EDR» 


DRleafvac.com 


‘Now in our 40th year, we invite you to join 
the celebration by sending us your success 

AWESOME Wooo 
Ribbon Stripe Sapele 


LUMBER PACK: 
Higbon sétipg Sa 
vy elena 

s figure 
v Hand select quality 


www.WoodSpecial.com 


GSSECURE ONLINE ORDERING «vse Papel 


Woodworkers Source 800-423-2450 


Upgrade your manual system into a hero 


S 74 = 40°28 3 GATE STARTER SYSTEM IS EXPANDABLE TO AS MANY GATES AS YOU NEED 


AUTOMATICALLY OPERATES THE GATES AND CONTROLS THE COLLECTOR 


eens 
MATTERS a eee 
: cane eee rr 

ee eee BES 


ALL NEW a=—-- —¢ (% 


GREX GC1850 sumac. > i 


THE SMALLEST CORDLESS SI sy AUTOMATIC DUST COLLECTION SYSTEMS 
2" 18 GAUGE BRAD NAILER iv : O ‘www.grngate.com 


JThe“Ultim ate” bs 


Router Table Package. 


Xi Router 
Table Fence 
with adju 


Phenolic 
Router: Table Top 


© Designed, Engineered and QC'ed in the USA 


3% HP Variable 
Speed Router Motor U-Turn Router Lift 


Adjust from side and 
work on table 


h non-slip 


cordless 
= 


hoe #1 Router Bit Made In The USA! « 800-872-2511 


888-4GREXCO (888-447-; 
www.grexcordiess. com 
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The EASY DR® Way 
to TRIM and MOW! 


NEW 
LOW 
PRICE! 


The 
gives you 5X the power and NONE of 
the backstrain of handheld trimmers! 


«Trims and mows thick grass and weeds 
without bogging down — the ONLY 
trimmer guaranteed not to wrap! 


« Rolls light as a feather on big, easy-rolling 
wheels! 


«= Thickest, longest-lasting cutting cord (up to 
225 mil) takes seconds to change. 


FREE SHIPPING Bao 00g 3009 


‘SOME LIMITATIONS APPLY 


Call for FREE DVD and Catalog! 
TOLL-FREE 


877-201-9888 


DRtrimmers.com 
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Live edge slabs - Custom Cutting 
Oversize Bowl Blanks - Craft Wood 
Unique Furniture Woods - Much More 


www.CookWoods.com 
1-877-672-5275 


Now, turn a $5 board into $75 
worth of high-dollar molding in 
less than one minute! Over 600 
patterns plus curved molding, 
tongue & groove, picture frame 
stock, custom work. Quickly 
CONVERTS to molder, planer, 
sander, saw, 12", 18" & 25" 
models, 60-Day Free Trial, 5Year 
Warranty. Made in USAL 


4, GANG Ri 


www.woodmastertools.com 
Toll Free 1-800-821-6651 Ext. P391 


Woodmaster Tools Ine. PO, Box 34312, Kansas City MO 641204312 


Sa are 
ps AMPHIBIOUS 
OFF ROAD TRUCK 
Bi inechanical drive. 
Mby using local parts, 
MF that wil last a lite- 
time. 
StruckCorp.com/WI016 — 
Call for a FREE DVD an 
P ZL 


owes) 


Redefines Woodworking 


Only Router Boss can cut all traditional 
‘wood joints without restricting your choice 
of bits or spacing of cuts, and safely climb 
cut on the edge, face or end of a board 
Its cutting edge technology offers digital 
displays, lasers and computer templates. 
Cuts can be made in any direction as it 
firmly grips the wood you are working. 
Router Boss gives you superior control 

| and design capabilities with less risk. 


Take your 
woodworking 
to the next 
level with 
Router Boss! 


See Router Boss in Action 
on our website: 


Or call 513.233.9019 


DRILL STRAIGHT 


B Portable, 
pocket-sized! 


iC. 


90 degree 
“V-groove” 
Use on corners, 
round or 
flat surfaces! 


Natural steel 
finish! 


Large V-DrillGuide'(3/8"-1/2") 


Standard V-DrllGue (196) 
Metric V-DrillGuide’ (3-9.5mm) ecg 


www.BigGatorTools.com 
1-888-Gator4u (1-888-428-6748) 


it) aaes TT 


@ 1/8” to 3/4” thick always in stock 
@ Starting at $16.99 /sheet 

© Choose your width & lengths 

@ No minimum order! 


‘BALTIC BIRCH Poywgan) 


EASECURE ONLINE ORDERING 


4) WWW. BalticBirchPly.cc com 
CE ——==) 800-423-2450 


4 MEASURING | g 
| 


with int Ey 
Instruction OVO 8 Supls: 
www.Metal-Inlay.com 


$70-937-9400 


The Beall 


won Threader 3.0 


THE BEALL TooL Co. ByeGene Werkshep 
541 Swans Road N.E. Newark Ohio 888-279-3941 8-5 M-F EST 
1-800-331-4718. wwwvealltoolcom Opt. W www.byegone.com 


with the E / 
Stainless Steel 


=BurnCage” 


« Sensitive financial documents 
« All burnable household waste* 
* Old leaves and branches 


STAINLESS STEEL CONSTRUCTION 
id portable 


airflow and trap embers. 
1600 
TEMPERATURES 


Call for FREE Information Kit 
and Factory Direct Coupon! 


TOLL-FREE 


877-201-9888 


BurnCage.com 


ro 
PACKARD 
FOR 
Quasiiy, 
turnin 
AND. 


SUPPLIES: 


“Pockord \\-800-683-8876 


WoobWORKS_/ PADKAROWODOWORKS.coM 


Wuat’s AHEAD : 
Peres A GLIMPSE INSIDE THE NOVEMBER ISSUE z 
(ON SALE OCTOBER 4) 


Mackintosh- 
inspired table ea 
Bring elegance into 3 
your dining room or 
hallway with this ean 
and gorgeous furniture 
piece. (Wait until you e2 
leat the slick trick for 
those perfect cutouts!) 


Midcentury 
wall clock 
Itwon't take you 
much time to 
build this 

big beauty, 


Finishing your finish Double the dovetails, double the fun 
‘Atthe end of the day, it's what Ever wonder how those eye-popping inlaid eh 
you do after the finish that dovetail joints are made? 


‘makes your project stand out. We'll show you. 


Toy battleship 
Build the la 
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W@DCRAFT Geez 


Black Dog Salvage is a prominent architectural salvage 
company based in Roanoke, Virginia, and home of the 
cdocumentary-style television show, Salvage Dawgs. 


Tetio ducing: 


Black Dog Salvage 


Furniture Paint & Guard Dog Topcoat 


“Black Dog Salvage Paint was originally de- 

veloped for the furniture we build in our shop. 

Our goal was to create a safe and easy to use 

paint that could be customized for each of our 
furniture designs.” — Robert Kulp, on left 
“Made in small batches in Pittsburgh, 

Pennsylvania, our paint line includes a true 
black and white, affording the ability to 

‘mix custom tints and shades.” — 
Mike Whiteside, on right 


Unleash your imagination, and design your | 
‘own color— or select one of our premixed 7 
hues. Once your projectis complete, protect 
ith our Guard Dog Tpcoet Pent Protector. 4 
Our water-based interior topcoat is a durable 
final finish forall your project needs. 


* Use On Finished And Unfinished Surfaces 
Like Furniture, Woodwork, Metal 
* Water-B 
* One Goat Goverage * Low V e 
Or Sprayed  Self-Leveling © Dries Fast 
* Easy Cleanup — Soap And Water 


For A Free Catalog Or To Find Your Local Woodcraft Stor 
Visit woodcraft.com Or Call 800-225-1153. 
For Information On Woodcraft Retail Franchise Opportunities, 
Visit woodcraftfranchise.com — 1ewit0P 


LOOKING FOR ; 
, AND 


sre ittee® WITHOUT THE HASSLE 
Deng OF USING SHIMS? 


hy 


OA. 


Whether you are a skilled professional or a 
weekend hobbiest, Freud has a dado for you. 
The SD608, Freud's Dial-A-Width Dado, has 
a easy to use patented dial system for easy 
precise adjustments while offering extremely 
accurate cuts. 


CUTS CLEAN FLAT-BOTTOM GROOVES IN ALL MATERIALS 


hy Ms Neg Veneered Piywoods Solid Woods Laminates & Melamines 
a\* eo 


Series | 


Each “click” of the dial adjusts the 
blade by .004"; with an adjustable » 
width range of 1/4" to 29/32". 

A twist of the wrist is all it takes! 


freudtools  @FreudTools 1 @Freud_Tools vireudtools 
FREUD AMERICA, INC. | 1.800.334.4107 


